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The globally rising temperatures and its impact on our ecosystem and earth’s natural 
processes have raised an environmental concern worldwide. The pollution caused due to the 
burning of fossil fuels has resulted in climate change, thus, compelling the researchers to look for 
eco-friendly fuels. Biodiesel derived from biomass have emerged recently as a possible fuel due 
to their role in decreasing CO emissions. However, the excessive production of biodiesel has raised 
a disposal concern for its by-product glycerine and higher NOx emissions produced through its 
use has initiated the need to look for other alternative fuels. In the present study, a systematic 
comparison was performed with multiple blends of diesel-biodiesel and their glycerine emulsions 
to compare it with water emulsion and investigate the performance and emissions of the related 
fuels along with the EGR system. All fuel blends and their emulsions were tested on a light-duty 
and heavy-duty engine. Hydrophilic-lipophilic balance (HLB) was formulated using suitable 
surfactants to attain the desired stability for various emulsion fuels. Emulsion stability, mean 
particle droplet size, fuel properties, engine performance, and emissions were observed. It was 
concluded that brake-specific fuel consumption (BSFC) and brake-thermal efficiency (BTE) 
increased with the increase in biodiesel and water-glycerine concentration. For emissions, the rise 
in CO and HC were noted but reductions in exhaust gas temperature, smoke and NOx were 
observed with emulsion fuels without EGR. Also, there was a significant decrease in smoke 
(approximately 80%) with increased concentration of glycerine at 3000 rpm, at high load. With 
the use of EGR, an increase in BSFC and decrease in BTE was observed. Additionally, EGR was 
seen to increase smoke, CO and HC emissions but lowers NOx and exhaust gas temperatures. The 
reduction of NOx in B100 was 20.41% and 16.39% when compared to water emulsion and 
glycerine emulsion at 10% concentration without EGR, and this reduction continued to 44.07% 
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CHAPTER 1: INTRODUCTION 
 
1.1 OVERVIEW 
The world population tends to grow every year at an amazing rate, and this leads to an increased 
demand for energy resources to sustain the growing human population. Among all the resources 
used to produce energy, fossil fuels continue to play a dominant role in global energy production. 
Fossil fuels are the primary source of energy consumption which is growing by almost 2% with 
every passing year [1]. Fossil fuels are formed because of natural processes such as decomposition 
of dead organisms. The sources of fossil fuels include oil, coal and natural gas which are a non-
renewable source of energy and will not last forever. Besides its being an exhaustible energy source 
it usage and extraction can result in serious health problems and has adverse effects on the 
environment because these stand as a dominant source in the production of carbon dioxide. 
 
Most of the carbon emissions that affect the climate of the earth are released into the 
atmosphere through the burning of fossil fuels for energy and transportation. Primary source of 
carbon emission across the world remains to be transportation, which contributed to almost 26 
percent in of all carbon emission in the year 2000 and out of these can attribute to road transport 
that was responsible for about 65% of those emissions [2].  These figures, however, are not final 
figures and are estimated to increase in future due to the overreliance of people on transportation. 
According to the International Energy Agency (IEA), the carbon emissions emitted by the 
transport sector will rise by 92% till 2020, and it is projected that from 2020 to 2035, 8.6 billion 
metric tons carbon emissions will be released into the earth’s atmosphere [3]. The primary 
production of carbon emissions can be attributed to the usage of diesel engines used in both private 
and public transportation sectors owing to its efficiency and improved durability. Also, the 
extensive use of diesel engines makes it a major contributor to the inhalation of the air-suspended 
particulate matters [4]. Thus, scientists and researchers are looking for more eco-friendly options 
in the transportation sector. 
 
Therefore, owing to the effects that fossil fuels have on climate and growing debates on its 
continued usage has led to an increased demand to look for alternative ways of energy production 
which can reduce our reliance on fossil fuels and can help people make possible a transition 
towards a low-carbon producing society. After examining the various fuels, researchers found 
biodiesel which is an organic fuel to be the most promising alternative which can take the place of 
the conventional diesel fuel without having to make many alternations in the existing diesel engine 
[5]. 
 
Biodiesel is a biodegradable fuel and can be defined as a mono alkyl ester that is obtained 
through transesterification with methanol from either vegetable or animal fat [6]–[10]. Fatty acid 
methyl esters (FAME) which are the primary molecule present in biodiesel has been proven to be 
useful in the reduction of fossil fuels usage, in improving energy efficiency in various sectors and 
its usage can be seen as a step towards sustainable energy [10]–[12]. Biodiesel has been seen to be 
effective in the reduction of harmful exhaust emissions, which include, particulate matter (PM), 
carbon monoxide (CO), and unburnt hydrocarbons (HC), however, it results in a slight of nitrogen 




The organic and eco-friendly quality of biodiesel has resulted in an increased demand among 
researchers to explore its use as an alternative fuel. The demand to test biodiesel as an alternative 
fuel has resulted in the overproduction of biodiesel which in turn has led to the oversupply of 
glycerine in the market, which in turn has decreased the prices of glycerine and the problem of its 
disposal has raised another environmental concern [15]–[19]. Thus, the large surplus of glycerine 
has stressed the need to examine different strategies that can be employed to counter this 
oversupply.  
 
Glycerine (glycerine or 1,2,3- Propanetriol), which is a by-product of biodiesel, through 
transesterification has most recently being tested as a possible alternative fuel in the production of 
energy [19], [20]. Although, glycerine, in the past, has been successfully used in cosmetics, soaps, 
food and beverage industries after purification [21]. If used as a fuel to produced electricity and 
heat in boilers or furnaces, glycerine can aid in reducing the harmful emissions and improve the 
sustainability of biodiesel [22]. However, there is a need to explore different ways in which 
glycerine can be utilized as possible fuel in the transport sector and assist in countering the problem 
faced due to its excessive supply.  
 
1.2 PROPERTIES OF BIODIESEL 
1.2.1 Flash Point 
Flashpoint of a liquid may be referred to as the lowest temperature at which it starts to 
produce vapors that can be ignited through contact with an ignition source. The flash point 
temperature of biodiesel is higher when compared to that of diesel which makes it less volatile and 
safer to store and use in transportation [23], [24]. However, several factors influence the flash point 
of biodiesel are identified as the residual alcohol content and the number of carbon atoms and 
double bonds present in the biodiesel [25]. 
1.2.2 Viscosity 
Viscosity measures the resistance of a fluid to flow caused by the internal friction of the 
moving fluid over another at a specified temperature. When compared to diesel, biodiesel is said 
to have a higher viscosity which may because of the raw material that is used in its production 
[23], [26]. The high viscosity of biodiesel leads to reduced fuel atomization, incomplete 
combustion and results in carbon accumulation on the injectors, however, if the viscosity is low, 
it may not provide sufficient lubrication to the engine [23]. The kinematic viscosity of biodiesel at 
40 ℃ is limited 1.9–6.0 mm²/s in ASTM D6751 [26]. 
1.2.3 Density 
Engine performance is significantly affected by the density of the fuel. Density has an 
essential part to play in determining the correlation of the fuel injection property with the air-fuel 
ratio and energy content present within the combustion chamber [26]–[28]. Biodiesel has a slightly 
higher density than petrol or diesel, however; its density is affected by the chain length and degree 
of unsaturation, where higher chain length signifies lower fuel density, whereas, higher 
unsaturation signifies an increase in density [26]. 
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1.2.4 Cetane Number 
Cetane number (CN) refers to the property of fuel that measures the ignition properties of 
fuel regarding ignition and combustion. The cetane number of biodiesel depending on the 
feedstock and process of its production, can either be lower which hinders engine start in cold 
weather and results in pollution due to poor combustion and higher which causes instant ignition 
that reduces fuel efficiency [28], [29]. The cetane number of biodiesel is higher than diesel fuel 
owing to its long-chain hydrocarbon groups which result in higher combustion efficiency and 
better ignition property [25], [27], [30]. 
1.2.5 Lubricity 
Lubricity refers to the measure of reduction in friction between moving solid surfaces. Due 
to the high oxygen content present in biodiesel, its lubricity value is better than diesel fuel which 
may help to reduce friction loss, hence, improving the brake power efficiency [31]–[33]. The high 
lubricity of biodiesel can be attributed to the impurities present in the biodiesel, and its purification 
results in the removal of its impurities which in turn, reduces the lubricity [27]. 
1.2.6 Calorific Value (Heating value) 
Calorific value refers to total amount of heat produced by the complete combustion of a 
fuel. The calorific value of the fuel is mainly used to measure the energy released when a substance 
is burned and is an essential factor that effects engine power. Therefore, the higher calorific value 
is an essential factor in combustion. However, biodiesel has a calorific value than diesel fuel [34]. 
Thus, the increase of biodiesel content decreases the engine power [32]. 
 
1.3 THESIS SCOPE 
Biodiesel has many advantages over diesel engine due to its organic and renewable quality, 
but it also has a downside that it increases the NOx emissions which are proven to be toxic for 
human beings and the atmosphere. Through this research, an attempt will be made to looks for 
alternative techniques with different fuel types to reduce the NOx and smoke capacity emitted 












CHAPTER 2: LITERATURE REVIEW 
 
2.1 INTERNAL COMBUSTION ENGINE (IC) 
Internal combustion engines (IC) is a heat engine which facilitates the fuel combustion 
usually in the presence of an oxidizer in a confined space called combustion chamber. IC engines 
are the most widely used engines in buses, trucks or other automobiles. IC engines are mainly of 
two types: spark engines (petrol and gasoline), and compression engines (diesel engine) [35]. Both 
gasoline and diesel engines are the pillar of the transportation sector. However, diesel engines have 
been proven to be superior in terms of regulating losses, thermal efficiency and fuel consumption 
than gasoline engines with the exception of formation of nitrogen oxide (NOx) [36]. 
 
2.2 BIODIESEL 
Technological advancement in fuel technology, increasing demand for energy and strict 
emission laws that are enforced to lower harmful emissions that have resulted in climate change 
had led to an increased demand to search for alternative fuels that can be used in CI engines and 
help in reducing fossil fuel consumption [37]. This problem has compelled researchers to look for 
such alternative fuels and has brought their attention to biodiesel. 
Biodiesel, if used as a fuel, is nominally toxic due to its biodegradable nature and can easily 
be used without any modification in the present CI engines [36]. Biodiesel has many advantages, 
such as renewability, non-toxic and safe for the environment when compared with petroleum diesel 
[38], [39]. Due to the high oxygen content present in biodiesel, it facilitates complete combustion, 
therefore, reducing particulate matter (PM), carbon monoxide (CO), and, hydrocarbon (HC) 
emissions, however, it causes a slight increase in NOx emissions [14], [40]–[44]. 
 
2.3 REGULATED EMISSIONS 
The world is now confronted with the problem of increased pollution produced because of 
emissions and the severe effects it has on our climate. This has led to an increased demand to 
regulate emissions that are released into the atmosphere and to create look for innovative ways to 
produce clean energy. This problem has initiated a need to regulate the number of emissions 
released into the atmosphere. Based on engine power, exhaust emission standards are divided into 
various class in Canada that establish maximum levels of particulate matter (PM), carbon 
monoxide (CO), hydrocarbons (HC) and nitrogen oxides (NOx) [45]. 
2.3.1 Particulate Matter (PM) Emissions 
Particulate matter is a combination of solid particles and a liquid droplet that can include 
organic and inorganic particles that remain suspended in air. PM is also known as total particulate 
matter (TPM), or diesel particulate matter (DPM) which is blend of carbon soot and other solid 
and liquid materials [46]. Particulate matters are formed because of incomplete combustion of 
hydrocarbons [47], [48]. PM emission of a diesel engine when compared with gasoline engines 
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are six to ten times higher, and more than 50 percent of these emissions are soot (black smoke) 
that adversely impact the environment and human health [47].  
2.3.2 Carbon Monoxide (CO) Emissions 
Carbon monoxide is a poisonous, colorless and odorless gas that is formed due to the lack 
of oxygen which leads to the incomplete combustion of hydrocarbons [49]. CO is most commonly 
formed in rich mixtures where there is an insufficient quantity of oxygen all carbon molecules 
cannot be converted into carbon dioxide thus resulting in the formation of CO[47], [50].  
2.3.3 Hydrocarbon (HC) Emissions 
Hydrocarbon emissions are produced by the internal combustion engine due to incomplete 
combustion of hydrocarbon fuels. Higher oxygen quantity and cetane number help to reduce HC 
emissions. Therefore, in case of biodiesel, hydrocarbons are reduced because of the high oxygen 
content that facilitated complete combustion, and high cetane number helps to reduce ignition 
delay [51].  
2.3.4 Nitrogen Oxides (NOx) Emissions 
NOx emissions are the most toxic pollutants that negatively effect human health and, 
contributes to climate change as it results atmospheric ozone formation [52]. NOx is formed in the 
combustion chamber due to the high combustion temperature which results in oxidization of 
nitrogen present in the intake air [53]. NOx formation is affected by the combustion temperature, 
oxygen content and residence time [54]. To decrease NOx, Exhaust Gas Recirculation (EGR) has 
been proven to be the most efficient method as it reduces the oxygen by re-circulating the exhaust 
gas back to inlet air [36], [55], [56]. 
The formation of NO in the combustion chamber has been studied extensively using the 
extended Zeldovich mechanism [57], [58]. It has been found that NO is formed during the 
combustion process due to the oxidation of nitrogen present in the atmospheric air. 
N₂ + O            NO + N 
N+O₂            NO + O 
                                                           N + OH           NO + H    …………   (1) 
NO is converted to NO₂ by its oxidation using the following reactions:  
NO + HO₂          NO₂ + OH 
                                                          NO₂ + O           NO + O₂      ………….  (2) 
From the total amount of NO present in the exhaust gases around 10-30% is comprised of 
NO₂ which is five times more toxic than NO. The idle temperature for the formation of NOx is 




2.4 PERFORMANCE AND EMISSIONS OF BIODIESEL/BIODIESEL BLENDS FUEL 
The increasing levels of pollution that have resulted in a change of earth’s climate and 
depletion of fossil fuels have initiated a demand to seek cleaner and renewable methods of energy 
production and use in transportation. In the search for the invention of alternative fuels that can 
take the place of the depleting fossil fuels, biodiesel has attracted considerable attention [60]. 
Biodiesel fuels have the potential to reduce the emissions such as CO, SO₂, HC and particulate 
matters that cause global warming although it increases NOx concentration in comparison to diesel 
fuel [61]. 
  Zhang et al. [6] experimented with a marine diesel engine to investigate the emissions and 
characteristics of the various biodiesel fuel blends and found that the oxygen content present in 
biodiesel decreased HC and CO emission and increased NOx emissions when compared with pure 
diesel. Soto et al. [8] explored from two different techniques (Thermal analysis and engine 
experiments) using diesel and biodiesel to determine which fuel or fuel blend aids in better 
combustion and observed that B20 blend increased power, torque and thermal efficiency by 1.2%, 
1.0%, and 1.2% respectively and reduced soot emissions up to 8.9%, when compared to diesel 
fuel. Ali et al. [62] investigated the feasibility of blended biodiesel-diesel fuel and noted that engine 
brake power reduced by 2.6 % and the brake specific fuel consumption increased by 3% with the 
increase in biodiesel ratios.  
Nabi et al. [44]  examined the influence of biodiesel blends at 20%, 40%, and 60% (by 
volume) on engine performance and emissions in comparison to diesel fuel and observed that 
biodiesel blends reduced CO, HC, PM and increased the NOx emissions. Roy et al. [63] conducted 
experiments on DI diesel engine using biodiesel–diesel, biodiesel–diesel-additive and kerosene–
biodiesel to test the performance and emissions of the blends and observed that BSFC and NOx 
increased with the increase in biodiesel, whereas, CO and HC decreased with the use of biodiesel 
blends. Qi et al. [64] tested the effect of biodiesel regarding combustion, performance, and 
emissions on a diesel engine and found out that the low heating value of biodiesel increased brake 
specific fuel consumption and showed a reduction in CO, HC, NOx and smoke at full engine load.  
Hasan and Rahman [65] explored engine performance and emission characteristics of 
biodiesel-diesel blends on CI engines and observed that biodiesel-diesel blend provided shorter 
ignition as compared to diesel, and also noted that biodiesel-diesel reduced HC, CO, and PM 
emissions but increased NOx emissions. Emiroğlu et al. [66] experimented with turkey rendering 
fat biodiesel (TRFB) to investigate its effects on combustion, performance and exhaust emissions 
at different loads on CI engine and found that due to lower heating value of biodiesel than diesel 
fuel, the BSFC values of TRFB blends were higher in comparison to diesel fuel and also, TRFB10, 
TRFB20, and TRFB50 blends decreased smoke opacity by 20%, 25% and 40% respectively, 
however, caused NOx emissions to increase slightly. Pinzi et al. [66] investigated the effect of 
biodiesel chemical structure on combustion and emissions properties in a diesel engine and 
observed that HC, CO, soot, and NOx emissions are higher when FAME chain length is increased. 
Roy et al. [9] conducted experiments on DI diesel engine using biodiesel–diesel, biodiesel–diesel-
additive and kerosene–biodiesel to test the performance and emissions of the blends and observed 
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that BSFC and NOx increased with the increase in biodiesel, whereas, CO and HC decreased with 
the use of biodiesel blends. 
2.5 BIODIESEL FUEL BLENDING 
Fuel blending is an important factor for the improvement of cold flow property. Diesel and 
kerosene have the high CFPs than biodiesel which is -40°C for diesel and -2.6°C for canola oil 
biodiesel [67]. So, blending can be helpful in CFPs. Roy et al. [68] experimented on DI engine 
using biodiesel-diesel and canola oil-diesel blends to study the performance and emissions of the 
engine at idling speed and observed considerably low CO and HC emissions for biodiesel-diesel 
blends where B20 and UCB20 exhibited 13% reduction in CO and 22% in HC as compared to neat 
diesel fuel. It was further noted that CO emissions were substantially low with the addition of 5% 
pure canola oil in diesel fuel. Roy et al. [67] did experiment with two different additives ethanol 
and diethyl ether in biodiesel-diesel blends (B20, B50 and B100) as these help in improving the 
cold flow properties of diesel-biodiesel blends and noted that cloud point for B20 was below -20℃ 
whereas for ethanol blends it was below -25℃ and furthermore it was observed that biodiesel 
blends and biodiesel blend with ethanol  5% (except B100) reduced CO more than neat diesel. 
 
2.6 METHODS TO REDUCE OXIDES OF NITROGEN 
2.6.1 Emulsion 
Emulsion is defined as a mixture of two or more immiscible liquids (polar and non-polar) 
[69]–[71] which is kinetically stable system and has recognized to be a promising fuel upgrading 
process [19], [72], [73]. Polar liquids have an unequal charge due to the presence of a significant 
negative charge on its oxygen molecules, whereas non-polar liquids have an equal charge due to 
the even distribution of positive and negative on each of its molecule [71], [74]. Surfactant plays 
a vital role in the process of formation of a kinetically stable emulsion fuel by reducing the oil and 
water surface tension [75], [76]. The formation of a stable emulsion depends on the hydrophilic-
lipophilic balance (HLB) of a surfactant which is used to measure the hydrophilic or lipophilic 
degree [77]. HLB value ranges from 1 to 20, where low HLB value (1-9) tends to be attracted 
towards non-polar liquids (oil-loving/lipophilic), making a stable water-in-oil emulsion and high 
HLB value (11-20) tends to be attracted to polar liquids (water-loving/hydrophilic), making a 
stable oil-in-water emulsion [75], [78]–[80]. Emulsion can be categorized into two types, firstly, 
depending on the droplet size of the particles, that is, microemulsions, macroemulsions and 
nanoemulsions respectively [81]. Secondly, based on phase which are: two-phase (water-in-oil and 
oil-in-water) and three-phase (oil-in-water-in-oil and water-in-oil-in-water) as seen in Figure 1 
[71], [82]. Two-phase emulsion is preferred more than three-phase emulsion to be used in the 
production of combustion fuels, due to the smaller mean droplet size and higher heating value 
whereas three-phase emulsion is mostly used in food, medicine, and cosmetics industries [82], 





       
  (a) Two-Phase Emulsion                              (b) Three-Phase Emulsion 
Figure 1: Different Phases of Emulsion [71] 
Neat biodiesel as a fuel is estimated to produce 10% more NOx than diesel engines, 
however, by using emulsification technique NOx emissions can be reduced [86]. Various studies 
have investigated the role of emulsion in the reduction of NOx emissions. Debnath et al. [71] 
examined the role of emulsified fuel technology to reduce diesel engine emissions and critically 
analysed the studies performed using emulsified fuel and observed that the application of water-
diesel emulsion increases engine brake power (BP), BSFC and CO whereas due to the presence of 
water aids in reducing NOx and smoke and HC emissions. Attia and Kulchitskiy [87] investigated 
the performance of water-in-diesel fuel emulsion on a diesel engine and found out that emulsion 
with the larger size of water droplets result in the reducing of NOx emissions, whereas emulsion 
with finer droplets reduced smoke and HC and increased engine efficiency. Alahmer et al. [88] 
studied the performance of an engine powered by pure diesel and emulsified fuel and noted that 
with the increase in water content BSFC increased at high engine speeds, whereas, due to the high 
amount of water, BTE, exhaust gas temperature, and NOx decreased. Emulsion fuel combustion 
can be seen in Figure 2 and the atomization of emulsion fuel molecule in Figure 3. 
 




Figure 3: Atomization with Micro-Explosion [71] 
Senthil et al. [89] investigated the performance emission of waste cooking oil obtained 
from palm oil (WCO) and its emulsion fuel on a diesel engine and found that WCO emulsion 
significantly reduced smoke, HC, and CO when compared with neat WCO and neat diesel. Cheng-
Yuan et al. [86] examined the emulsification and fuel properties of biodiesel emulsion and 
observed that surfactant with HLB 13 had the highest emulsification stability and neat biodiesel 
had lower kinematic viscosity and carbon residual than biodiesel emulsion. Additionally, two-
phase biodiesel emulsion had smaller mean droplet size than three-phase biodiesel emulsion. Zaid 
et al. [90] tested water-in-Diesel emulsion on a diesel engine to examine the effects of water 
emulsification on exhaust gas temperature and engine performance and concluded that increase in 
water content increased BSFC, BTE and decreased EGT. 
2.6.2 Neat Glycerine Diesel-Biodiesel Blends / Glycerine Diesel-Biodiesel Blends Emulsion 
Performance and Emissions 
Glycerine is a renewable and biodegradable product which has many advantages even if 
burnt as a fuel without any purification and can help to eliminate the use of fossil fuel and reduce 
transportation cost [91]. Therefore, many researchers are focusing their attention to explore the 
uses of glycerine as a possible alternate fuel. 
Oprescu et al. [15] used two glycerine derivatives (methanol and methyl hexanoate diesel 
blends) as additives in a diesel engine to examine their performance and emissions and noticed 
that methyl hexanoate gave promising result as an additive by reducing HC, CO, and smoke 
emissions but slightly increased NOx. Beatrice et al. [17] investigated the effects of a glycerine-
derived ethers mixture (GEM) on a CI engine and noticed that due to the oxygen content present 
in GEM, PM emissions decreased while slightly increasing NOx at medium load, however, at low 
loads maximum increase was seen in HC and CO. Steinmetz et al. [21] studied acrolein and other 
volatile organic emissions emitted during the process of combustion of crude glycerine which was 
measured using SUMMA canister collection and concluded that it produced volatile organic 
compounds acrolein emissions comparable to those produced during natural gas combustion. 
Ayoub and Abdulla [92] critically examined the formation and impact of crude glycerine and its 
current and future utilization and concluded that the vast quantities of glycerine could be used as 
an additive in different fuels formulations.  
Bohon et al. [93] did experiments on prototype refractory burner and furnace to examine 
the combustion properties and emissions using USP glycerine, methylated and demethylated 
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glycerine and noted a 100 percent glycerine combustion in the burner and furnace. Roy and Da 
Silva [94] studied crude glycerine to explore an alternative fuel in Canadian wood pellet industry 
and observed a reduction of CO₂ and NOx emission in glycerine-soaked pellets during the 
combustion process as compared to pure wood pellets. Noureddlni et al. [95] investigated the 
etherification of glycerine with isobutylene and compatibility of glycerine ethers within biodiesel 
and biodiesel blends and concluded that etherification of glycerine with isobutylene could be 
achieved using Aberlyst-15 as a catalyst under different reaction conditions. Additionally, it was 
noted that ethers of glycerine were compatible diesel and biodiesel fuels and can result in reduction 
cloud point and viscosity by 5℃ and 8% respectively. Eaton et al. [96] examined the 
glycerine−diesel emulsion system to discover the ideal surfactant systems, its impact on stability 
and to determine combustion and emission of the emulsion and noted that in case of glycerine-
diesel fuel emulsion HLB of 10 surfactants significantly reduced the surface tension and low HLB 
surfactants showed the longest stability. It was further concluded that NOx and PM (particulate 
matter) were reduced when glycerine was added whereas BTE and BSFC increased with the 
increase in glycerine volume. 
2.6.3 EGR System 
Other than emulsion, EGR has been proven to be very successful in reducing NOx emission 
in an IC engine [14], [97], [98]. Since high-temperature offer ideal conditions for the formation of 
NOx, lowering the maximum temperature of the combustion chamber is the perfect solution [99]. 
EGR reduces the exhaust gases, that is, carbon dioxide and nitrogen by recirculating them back to 
the combustion chamber where these are displaced by fresh air entering in the chamber which 
dilutes the oxygen amount needed for combustion, thus reducing peak in-cylinder temperatures 
[100]. EGR system can be classified into three different categories based on EGR temperature 
[59]. 
2.6.3.1 Hot EGR 
It involves re-circulating of the exhaust gas without cooling it which results in increased 
intake charge temperature. 
2.6.3.2 Full Cooled EGR 
It involves re-circulation of exhaust gas back to the combustion chamber after it has been 
fully cooled using a water-cooled heat exchanger. This may cause moisture present in the 
cylinder to condense adversely affecting the inside of the engine cylinder. 
2.6.3.3 Partly Cooled EGR 
It involves keeping the temperature of the exhaust gas just above the dew point so that 
water condensation cannot take place.  
Various studies have been done on the EGR to study its effects on the reduction of NOx 
emissions. Hussain et al. [100] tested EGR on a three-cylinder air-cooled diesel engine to examine 
its effects on engine’s performance and emissions and noted reductions in NOx and EGT although, 
and the increase was seen the emissions of CO, HC, and particulate matters. Yasin et al. [101] 
experimented with neat palm-biodiesel on a Mitsubishi four stroke, water cooled DI diesel engine 
using EGR performed under steady state and observed a reduction in brake power output, torque 
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fuel consumption and NOx while a slight rise was seen in CO, CO₂, and particulate matters. Kumar 
and Saravanan [102] conducted experiments to study the effects of four pentanol/diesel blends 
under various EGR rates on the performance and emission of the engine and found that using the 
combination of pentanol/diesel under EGR conditions decreased NOx emissions 41% at medium 
load and 33.7% at high load and smoke emissions remained low till 20% EGR rate but increased 
HC and CO emissions. It was further concluded that 45% pentanol/diesel blends had the potential 
to be used in diesel engines without any modifications. Chaichan [103] used a duel fuel (Sunflower 
biodiesel-hydrogen blends) under heavy-EGR conditions to study its effects on engine 
performance and noted EGR reduced the availability oxygen thus increased HC and CO emissions 
but reduced NOx emissions. 
Thangaraja and Kannan [104] carried out a comprehensive study on the effects of EGR on 
advanced diesel combustion and concluded that it was advantageous in controlling NOx emissions 
owing to the low exhaust gas temperatures and oxygen displacement but generated soot, CO, and 
HC. Pedrozo et al. [105] experimented on a single-cylinder heavy-duty diesel engine under 0% 
and 25% EGR to investigate the potential of ethanol-diesel dual-fuel combustion and reported that 
25% EGR proved effective in reducing NOx emissions by almost 80% but increased HC and CO 
emissions. Talibi et al. [106] experimented on a DI diesel engine with a H₂-diesel fuel to explore 
the emission and combustion characteristics using EGR and found that H₂ reduced CO₂ and 
particulate emissions and at high EGR 75% reductions in exhaust particulate mass were observed. 
Feng et al. [107] experimented on a modified six-cylinder DI diesel engine to test the effects of 
EGR on emission and engine performance of a low-temperature combustion engine and observed 
that combustion was reduced with the increase in EGR rates. It was concluded that HC and CO 
levels increased with the increase in EGR but opposing trend was seen in the case of NOx which 
reduced with an increase in EGR. EGR working can be seen in Figure 4. 
 
(a)                                                                               (b) 
Figure 4: (a) Pictorial and (b) Schematic Working [108] of the EGR System 
2.7 THESIS OBJECTIVE 
Most researchers in the past have focused their attention on the use of biodiesel as an 
alternative fuel which has many benefits to emerge as a possible fuel, but there are certain 
downsides observed with its usages such as the problem of cold flow and the rise in NOx 
emissions. It has also raised an environmental concern with the dumping of significant amount of 
crude glycerine as its by-product and has also adversely affected the prices of glycerine in the 
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market. However, there have been certain studies done on the utilization of crude glycerine as 
combustion fuel but due to the impurities present in crude glycerine decrease its solubility and 
emit harmful emissions and which is why it has eluded to be perceived as an alternate to fossil 
fuel. In the present study purified glycerine was used to prepare emulsion fuels and its performance 
and emissions were investigated on two different engines and compared with water emulsion. The 
blends used were B0, B20, B50, and B100 with 5% and 10% of water and glycerine. Furthermore, 
partially cooled exhaust gas re-circulation system was installed to control NOx emissions and to 









































CHAPTER 3: METHODOLOGY 
 
3.1 INTRODUCTION 
 In this chapter, methods and processes used in the experiment are discussed. Firstly, the 
process of making biodiesel with canola oil through transesterification process and its blends with 
diesel will be discussed followed by the process of purification of crude glycerine. Furthermore, 
the process of emulsification will be elaborated which was used to prepare emulsion with water 
and purified glycerine. Additionally, the use of self-installed EGR will be discussed to test all fuel 
blends including their emulsion. Lastly, the test engines and the whole procedure of testing will be 
discussed with measuring apparatus.  
 
3.2 BIODIESEL PRODUCTION 
3.2.1 Transesterification 
The method used for producing biodiesel (also known as FAME) is known as 
transesterification method which is most commonly used in everyday life. Presence of glycerides 
can increase viscosity and its stickiness [23]. This method was used because it is the most efficient 
method used to reduce the viscosity of the biofuel [10], [23] and also, due to its low production 
cost and simple process [67], [109]. Triglycerides from the oil were mixed with methanol (alcohol) 
with the help of the acidic catalysts, sodium hydroxide (NaOH) to form FAME and glycerine as 
its by-product (BD with sources). Methanol was used, due to its low cost and excellent reaction 
rate [110]. Minimum of 96.4% esters should be present in the biodiesel w.r.t ASTM D6751 
standards [23]. 
3.2.2 Biodiesel Production Process 
Chemicals, such as methanol and sodium hydroxide pellets were taken from the chemistry 
lab of Lakehead University and Canola oil from the local grocery store. Canola oil was used 
because of the local produce and high yield in Canada due to the favorable climate present for its 
production. Biodiesel production started with the process called transesterification, in which 
vegetable oil was mixed with the solution of methanol and sodium hydroxide (catalysts). There 
are three types of catalysts which can be used, i.e., alkaline or enzymes [23], [111]. Alkaline 
catalysts are considered more favorable due to its fast and moderate reaction, but the only problem 
with using it is that it produces soap which decreases the yield of biodiesel. Ethyl esters can also 
be formed instead of methyl esters by using ethanol. However, methyl esters are mostly preferred 
over ethyl esters because of the economical cost and common availability of methanol as compared 
to other alcohols [112]. Methyl esters were chosen because it generates better engine performance, 
torque, and power [110] which is because of the fact that methyl esters have a slightly lower 
viscosity than ethyl esters [112]. 
Transesterification reaction is summarized in Figure 5 and Figure 6 representing the steps 




Figure 5: Transesterification Process Reaction [68] 
 
Figure 6: Steps to Produce Biodiesel 
Steps for the production: 
1. Both chemicals, methanol and sodium hydroxide (alkaline catalysts) were mixed in the 
proportion of 200 ml and 3.5 gm respectively. These both chemicals were placed in the air-
tight container and stirred properly until they were mixed well. 
2. Methanol has a boiling point of 65°C, so canola was heated to 60°C and then mixed to the 
chemical solution. It was heated to activate the molecules of the canola oil which helps in 
proper mixing. 
3. This mixture was placed in the blender at high speed for at least 1 hour, speed is critical 
for the proper mixing and blender cap should be tight enough to stop the leakage or 
evaporation of the mixture. 
4. After mixing in the blender, single phase yellowish-opaque fluid was obtained. 
5. The mixture was placed in a bottle and left for minimum of 12 hours 
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6. Catalyst breaks the fatty acids of triglycerides of the oil with methanol and to change into 
methyl ester and glycerine. 
7. When kept for 12 hours, 2-phase solution was visible. The upper solution was biodiesel, 
and lower was glycerine. This difference is due to the difference in their densities, which 
can be seen in Figure 7 (a). 
8. The above solution (biodiesel + little impurities) was poured into another bottle carefully 
without disturbing the glycerine. 
9. The next step was washing the crude biodiesel for its purification which was done twice. 
Removal of the impurities like soap and other chemicals was done. 
10. 500 ml of water was taken for the first washing and was added to the crude biodiesel. The 
mixture was shaken well for 5-10 minutes. The milky color fluid was observed and left for 
another day, which can be seen in Figure 7 (b). 
11. After a day, 2-phase solution was seen with biodiesel on the top and fatty acids on the 
bottom due to its high density. Biodiesel was then separated from the fatty acids by pouring 
it carefully into another bottle. 
12. Second washing of the biodiesel was done with 300 ml of water, and the same procedure 
was employed and left for another day. 
13. Afterwards, the purest form of biodiesel was seen along with water and minimal impurities 
at the bottom (if present any), as seen in Figure 7 (c). 
14. Finally, the biodiesel after extraction was heated up to 70-75°C for at least 30-45 minutes, 
to evaporate impurities like methanol and water to increase its efficiency. And, its final 
color was reddish-yellow. 
The quality of the biodiesel was tested according to the ASTM D6751 standards which can 
be seen in the Table 1. 
Table 1: Properties of Pure Canola Biodiesel 
Test name Test method ASTM limit Results 
Free Glycerine (mass%)                                 ASTM D6584 Max. 0.02 0 
Total Glycerine (mass%)                               ASTM D6584 Max. 0.24 0.112 
Flash Point, closed cup (°C)                   ASTM D93 Min. 130 169 
Water & Sediment (vol.%)                          ASTM D2709 Max. 0.050 0 
TAN (mg KOH/g)                                           ASTM D664 Max. 0.5 0.14 
Sim. Dist., 50% recovery (°C) ASTM D2887 N/A 359.8 
Cetane Index ASTM D976 
(2 variable formula) 
N/A 50 
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                             (c)                                                                                        (d) 
Figure 7: Various Steps in the Production of Biodiesel (a) Crude Biodiesel with Crude Glycerine 
(b) Biodiesel on First Wash (c) Separation after Second Wash (d) Pure Biodiesel 
                                 
3.3 CRUDE GLYCERINE 
From the production of biodiesel, it has been noted that approximately 1/10th of the total 
biodiesel production is its by-product i.e. crude glycerine (figure 8). Crude glycerine consists of 




Figure 8: Crude Glycerine 
Due to expensive purification cost, crude glycerine has been successfully used in its crude 
form in various areas such as anaerobic digestion, animal feeds, composting and also in 
combustion due to its heating value [93], [96]. However, glycerine has a low auto-ignition quality, 
and heating value and high ignition temperature and also its burning can result in the production 
of carcinogenic acrolein [17], [113], [114] and ash-related problems which makes its use 
unfeasible in combustion engines. Therefore, there is need to for its purification. 
 
3.4 CRUDE GLYCERINE PURIFICATION 
For the emulsion fuel preparation purified glycerine was used as crude glycerine has 
various impurities, for example, salt, water and alkaline catalyst that can lessen the stability of bio-
oil glycerine emulsion to less than an hour [115]. The cleaning of crude glycerine can initiate an 
increased level of droplet evaporation time and the use of desalting can help in reducing ash-related 
problems [116].  
The method of acidification and desalting was used to purify crude glycerine. In 
acidification process, 5.85% phosphoric acid (𝐻3𝑃𝑂4) solution was added in the crude glycerine 
until the desired value of pH approximately 5-6 was achieved. The first step was to obtain the 
phase separation of the impurities and fatty acids from glycerine rich phase and to reach the 
maximum yield of 81.2% and for this the solution was kept at the temperature of 70°C for 60 mins. 
The next step was to further remove the residual impurities from the semi-glycerine product 
which involved the reaction of glycerine with 0.03% sodium oxalate solution at 80°C for 30 mins 
to attain the impurities removal rate of 19.8%. Furthermore, by using the process of distillation, 
the purified glycerine (98.10%) was separated from crude glycerine, while maintaining the 
temperature between 164°C-200°C. Lastly, the process of decolorization was carried out using 2% 
activated charcoal twice at 80°C. This process of purification is known as Orthogonal Test Method 




Figure 9: Steps for the Purification of Crude Glycerine 
 
Figure 10: Pictorial View of the Crude Glycerine Purification Steps (a) Separation of 
Impurities (b) Heating the Glycerine to 80°C (c) Addition of Charcoal (d) Collecting Pure 




3.5 EMULSION FUEL PREPARATION 
For the preparation of emulsification process different materials were used which were: 
low sulphur diesel, biodiesel, Tween 80 (Polyoxyethylene Sorbitan Monooleate) and Span 80 
(Sorbitan Monooleate), distilled water, purified glycerine and standard blender. A total of 18 
emulsions were prepared 9 of which were water emulsion fuels and other nine comprised of 
glycerine emulsion fuels. To ensure the stability of emulsion fuels a suitable HLB surfactant is 
required which was identified to be 6.4 for B0, B20, B50 and 5.3 for B100 in case of glycerine 
emulsion and 8 for B0, B20, B50 and 5.9 for B100 in case of a water emulsion. Two-phase 
emulsion (Figure 11) was preferred for producing emulsion fuel. All emulsion fuels with their 
names are shown in Table 2. 
The formula used to calculate the HLB value was as follows [79]: 
%Tween 80 =  
100(X−HLBSpan 80)
HLBTween 80−HLBSpan 80
 ………. (3) 
% Span 80 = 100 −%(Tween 80)……….. (4) 
 X is the required HLB according to the emulsion. 
HLB of the used surfactants was: 
Tween 80 = 15, Span 80 = 4.3 [79] 
Steps for the emulsification: 
1. External force method was used for the preparation of emulsion fuel with the help of a 
blender. 
2. The required amount of fuel was taken in the blender. 
3. Distilled water and purified glycerine were added to the fuel at the rate of 50 ml/min -60 
ml/min (1 and 49 from my paper). 
4. Next step, was to add the surfactant of the required HLB at the rate of 1.25 ml/min.  
5. The blender was run for 15 mins, to reduce the droplet size and surface tension which helps 
to improve the stability of emulsion fuel [74], [118]. 
6. These steps were used for B0, B20, and B50. 
7. For B100 emulsification, biodiesel was heated to 65°C to increase the stability [115] and 
then added to the blender. Rest of the procedure remained the same. 
8. The milky color fluid was prepared which is known as the emulsion fuel. 
5% and 10% of the water and glycerine were used for producing emulsion fuels. 2.5% of water 




Figure 11: Pictorial View of the Two-Phase Emulsion [119] 
























Pure 100% biodiesel with 5% glycerine
50% biodiesel in diesel-biodiesel blend with 10% glycerine
Pure 100% biodiesel with 10% water
Pure 100% biodiesel with 10% glycerine
Glycerine Emulsion
50% biodiesel in diesel-biodiesel blend with 5% glycerine
20% biodiesel in diesel-biodiesel blend with 5% water
20% biodiesel in diesel-biodiesel blend with 10% water
Pure 100% biodiesel with 5% water
Pure 100% biodiesel with 2.5% water
Pure 100% biodiesel with 2.5% glycerine
20% biodiesel in diesel-biodiesel blend with 5% glycerine
20% biodiesel in diesel-biodiesel blend with 10% glycerine
50% biodiesel in diesel-biodiesel blend with 5% water
50% biodiesel in diesel-biodiesel blend with 10% water
Pure 100% diesel with 5% glycerine
Pure 100% diesel with 10% glycerine
Pure 100% diesel
Pure 100% diesel with 5% water
Pure 100% diesel with 10% water
Pure Fuel
50% biodiesel in diesel-biodiesel blend
Pure 100% biodiesel




3.6 MEASUREMENTS OF THE IMPORTANT PROPERTIES OF FUELS 
3.6.1 Viscosity: It is defined as the resistance to the flow of fluid. 
 
                                                   Figure 12: Setup for the Viscosity Test 
 
Figure 13: Kinematic Viscometer 
The measurement of the viscosity was done with the help of viscometer named Ostwald 
viscometer, as seen in figure 12 It helps in measuring the kinematic viscosity of the fuel. According 
to the ASTM D445 standards, the fuels were measured at 40°C [120]. 
Steps for the measurement: 
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1. Things required were fuel, stopwatch, Ostwald viscometer, water tank and pump. 
2. Firstly, the water tank was taken which had an automatic water heater with temperature 
reading on it fitted in it, and which helped to heat up the water up to 40°C as required. 
Moreover, it should be kept constant according to the standards. 
3. The viscometer is a u-shaped device, with one side having a wider opening and the other 
with narrow as shown in Figure 13.  
4. The viscometer was fixed in the tank with the help of the holding clip. 
5. Around 80-85% of the viscometer should be placed inside the water, with both opening 
outside. 
6. The viscometer was filled with fuel with the help of suction pump for testing its viscosity. 
7. Two red line markings were present on the viscometer, on the narrow opening side (one 
above and one below the bulb). 
8. These markings were made to calculate the kinematic viscosity. 
9. The fuel was pumped over the lower red mark to a little higher than the top red mark. 
10. The pump was removed immediately when it crossed the top red mark, and the fuel was 
allowed to come down till reached the lower red mark. 
11. The stopwatch was turned on when it reached the top red mark (mark above the bulb), and 
the timing was recorded till it reached the lower red mark (mark below the bulb). 
12. Lastly, the kinematic viscosity of the sample fuel was calculated.  
3.6.2 Density: It can be stated as the mass per unit volume. 
 
Figure 14: Weighing Machine 
Density was another essential property of the fuel to be measured. Below are the steps used to 
find the density. 
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1. Materials to be used were collected such as fuel, small empty bottle, weighing machine. 
2. Weighing machine was set to 0 at the initial stage. Weighing machine can be seen in 
Figure14. 
3. An empty plastic bottle was placed at the weighing machine, and the weight was set to be 
zero. 
4. For the next step, 100 ml of the fuel was poured into the plastic bottle, and then its weight 
was recorded. 
5. The weight and volume were recorded were used in the formula below, to find the density 
of the fuel. 
Density =  mass (g) volume(cm3)⁄  ……… (5) 
3.6.3 Heating Value: The quantity of heat produced at the time of the total combustion of the unit 
mass of fuel. The procedure was completed according to the ASTM standards set for measuring 
heating value. It was measured with the help of calorimeter which can be seen in Figure 15. 
 
                                                                  (a) 
      
                       (b)                                                                             (c) 




1. A bucket was filled with 2L of distilled water and carefully put in the calorimeter without 
spilling any water. 
2. The empty combustion was put on the scale, and tare was pressed to bring the scale to zero.  
3. The combustion capsule is filled approximately 0.6 g of the chosen fuel sample. 
4. The bomb head was then put on the support stand, and the capsule was placed on the ring. 
5. After that, a fuse wire of 10cm was pulled through the eyelets keeping sufficient slack to 
dip the wire into the chosen fuel or at least touch the surface.  
6. The bottom of the bomb was filled with 1 ml of water. 
7. The bomb head was carefully put the chosen fuel into the top of the bomb to avoid any 
spill any of the fuel, and the cap is threaded tightly. 
8. The regulator was then set on the oxygen tank to a point to allow enough room for the 
needle just to move. 
9. The oxygen hose was attached to the bomb inlet valve. 
10. The bomb was filled with oxygen for 30 seconds before closing the purge valve. 
11. The regular was then set to 35 atmospheres, and the large oxygen bottle was closed, and 
the air in the hose was released using the valve on the regulator. 
12. The bomb was then placed into the bucket, which was already set in the calorimeter and 
the ignition wire was attached to the bomb. 
13. The top of the calorimeter was manually closed after removing the tong. 
14. The pulley was connected to the stirring motor using the drive belt, and the stirring motor 
was switched on. 
15. The unit was then run was 4-5 minutes before turning on the thermocouple. 
16. The starting temperature was noted, and the ignite button was pressed for 5 seconds. 
17. The red light would light up for ½ second. 
18. The temperature was recorded every minute until it had reached its peak and leveled out. 
19. The stirring motor was then turned off, and the drive belt was removed. 
20. The lid and the bomb were removed, and the gas was slowly released from the bomb using 
the exhaust valve. 
21. After unscrewing the cap, bomb head was removed and placed on the support stand. 
22. The interior of the bomb was examined for any soot of incomplete combustion. 
23. Clips were removed to release any unburned wire, and all the unburnt pieces were lined 
up, and the total length was added. 
24. The starting length was subtracted from that length to determine the length of ignition wire 
that was burnt. 




 ……………. (6) 
t = change in temperature 
W = energy equivalent of the calorimeter in calories per degree C 
e3 = burned wire length * 2.3 calories per cm 
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m = mass of fuel tested 
 
3.7 PARTICLE/DROPLET SIZE DISTRIBUTION OF FUEL 
The experiment was conducted by using Malvern Mastersizer 2000 instrument which 
utilizes laser diffraction to measure particle size, shown in Figure 16. The sample was mixed with 
distilled water and was then poured into the hydro 2000S wet cell attachment where the suspension 
was used to pump and stir the liquid into the measuring zone, and it was then measured using the 
v.5.54 software after which the liquid was circulated back for continuous measurement. The 
obscuration level was measured to be around 15% [121]. The refractive index used in the 
measurement was 1.4565 [122]. Olympus IX51 inverted microscope was used to take the pictures 
of the emulsion fuels’ droplet size as seen in Figure 17.   
 
Figure 16: Malvern Mastersizer Hydro 2000S to measure the droplet size of the particle 
 
Figure 17: Olympus IX51 Inverted Microscope 
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Table 3 describes the fuel samples used for the testing along with their fuel properties 
according to the ASTM standards. Testing was done in the mechanical laboratory of the Lakehead 
University. 
Table 3: Fuel with their Properties 
 
 
3.8 WORKING OF PITOT TUBE AND MANOMETER 
It is an instrument used to measure the fluid flow velocities using pressure difference, i.e. 
the difference between the total pressure and the static pressure as shown in Figure 18. From the 
difference, the velocity pressure is determined which helps to obtain the air velocity.  
The tube was inserted into the hole pointing towards the airflow. The hole parallel to the 
air flow was used to measure the total pressure (𝑝𝑡) and a small hole on the pitot tube which rested 
Fuel Heating Value (kJ/kg) Density (kg/      ) Viscosity (cSt @ 40°C)
B0 45,124 838 1.87
B20 44,219 845 2.29
B50 42,860 856 2.87
B100 40,597 875 4.23
Water Emulsion Heating Value (kJ/kg) Density (kg/      ) Viscosity (cSt @ 40°C) Stability (days) Diameter (µm)
B0W5% 41,965 850 2.22 58 4.3
B0W10% 39,709 856 2.59 43 6.3
B20W5% 41,123 857 2.62 46 7.9
B20W10% 38,912 864 3.1 37 9
B50W5% 39,860 867 3.63 73 (hrs) 11.2
B50W10% 37,717 874 4.14 44 (hrs) 13.6
B100W2.5% 38,770 881 4.69 23 (hrs) 9
B100W5% 37,755 884 4.81 20 (hrs) 13.3
B100W10% 35,725 890 5.66 11.5 (hrs) 15.5
Glycerin Emulsion Heating Value (kJ/kg) Density (kg/      ) Viscosity (cSt @ 40°C) Stability (hours) Diameter (µm)
B0G5% 42,948 858 2.43 70 4.6
B0G10% 41,675 874 2.71 58 6.8
B20G5% 42,106 864 3.01 59 8.1
B20G10% 40,878 880 3.33 41 10.1
B50G5% 40,843 875 3.77 29 12.4
B50G10% 39,683 890 4.45 25 16.1
B100G2.5% 39,262 886 4.84 26.5 9.5
B100G5% 38,738 893 5.22 18 16.2






vertical to air flow measured the static pressure (𝑝𝑠). The difference in these pressures i.e. the, 
velocity pressure was indicated by the manometer and then the readings obtained can be converted 
into velocity.  
         
(a)                                                                                (b) 
Figure 18: (a) Marking of two different pressure collecting points (b) Diagram of Pitot Tube 
For the measurement of the velocity pressure of the circular duct, log-linear rule shown in 
Figure 19 was applied. Seven different points were taken from the linear log rule, and the circular 
duct diameter and the velocity pressure was measured at each point, and later the average was 
taken using these values. To take accurate reading, it is vital to remove turbulence and for accurate 
measurement of the flow, pitot tube must be inserted at least 7.5D-10D duct diameters away from 
the bends and elbows. 
               
(a)                                                   (b)                                         (c) 
Figure 19: (a) Log-Linear Rule for Circular Duct (b) Manometer (c) Pitot Tube Working 
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3.9 EGR CALCULATION 
Known things (calculated in lab): 
Fuel used is B0, which has a density of (𝜌𝑓)= 838 kg m3⁄  
Diameter of the air inlet circular duct= 46mm = 0.046m 
Area of the circular duct (A) = 0.0016619  m2 
Density of the manometer liquid (ρl) = density of the water (ρw) = 1000 kg m3⁄  
Density of the air @ 25°C (ρa) = 1.184 kg m3⁄  
ρ =  ρl ρa⁄  
Acceleration due to gravity = 9.8 m s2⁄  
Used equation to calculate EGR%: 
EGR %age = (
Mass of air without EGR intake−Mass of air with EGR intake
Mass of air without EGR intake
) ∗ 100 ……. (7) 
This calculation was taken at 2100 rpm and low load condition: 
Calculation 1: Mass of air without EGR intake: 
1. With the help of the manometer, the deflection in height (∆ℎ) was noted at 7 different 
points, which is due to the pressure difference between static and total pressure, and then 
the average height is taken. These 7 values are determined as D1, D2, D3, D4, D5, D6, D7. 
The average deflection height (∆ℎ) noticed was 0.00583 m. 
2. The velocity of the inlet air V = √2 ∗ g ∗ ρ ∗ ∆h = 9.822754 m/s 
3. Next is, volumetric flow rate (Q) = V*A = 9.82*0.0016619 = 0.016324 m3 s⁄  
4. mdot of intake air is calculated = Q* ρ = 0.01632*1.184 = 0.019328 kg s⁄  
5. Fuel consumption (F.C) is noted = 11.21 ml/min 
6. mdot of F.C in 𝑘𝑔 𝑠⁄  = ((F.C (ml/min)/60) *10^-6) *𝜌𝑓 = ((11.82/60) *10^-6) *838 = 
.00015657 kg/s 
7. Total mdot = 0.019328+0.00016509 = 0.019485 kg/s 
Calculation 2: Mass of air with EGR intake, when the valve is full open: 
1. The average deflection height (∆ℎ) observed was 0.0045 m 
2. Velocity of inlet air = V = √2 ∗ 𝑔 ∗ 𝜌 ∗ ∆ℎ = 8.6309 m/s 
3. Q = 8.63*0.0016619 = 0.0143 3 𝑠⁄  
4. mdot of intake air is calculated = Q* ρ = 0.0143*1.184 = 0.016983 kg s⁄  
5. Fuel consumption (F.C) is noted = 11.84 ml/min 
6. mdot of F.C in 𝑘𝑔 𝑠⁄  = ((F.C (ml/min)/60) *10^-6) *𝜌𝑓 = ((11.84/60) *10^-6) *838 = 
.0001654 kg/s 
7. Total mdot = 0.016983+0.0001654 = 0.017148 kg/s 
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Putting the both total mdot values in the equation above, EGR% was calculated which came out 
to be 11.99%. 
EGR % at each speed and load is calculated through this formula: 
Table 4: EGR % of Each Load and rpm 
EGR %, when the valve is half open: 
Speed Loads Low Load Medium Load High Load 
1000 rpm 2.51% 4.13% 5.77% 
2100 rpm 7.20% 8.52% 9.75% 
3000 rpm 8.08% 10.09% 12.36% 
 
EGR %, when the valve is full open: 
Speed Loads Low Load Medium Load High Load 
1000 rpm 7.62% 8.72% 9.93% 
2100 rpm 11.99% 13.86% 15.58% 
3000 rpm 12.77% 15.43% 17.94% 
 
Another method to find the EGR rate [59], [100], [123]:  
 
EGR rate = 
CO2 (intake)−CO2 (atm)
CO2 (exhaust)−CO2 (atm)
 ……. (8) 
According to this formula, EGR% was 12.5% at 2100 rpm and low load conditions. The EGR% 
calculated by both the methods was found to be almost similar. 
 
3.10 ENGINES UNDER STUDY & TEST PROCEDURE 
3.10.1 Engines Under Study 
Two different types of engines were used for testing. 
a. First Engine (Heavy- Duty Engine): Cummins 4-cylinder turbocharged diesel engine 
with a high-pressure common-rail injection system shown in Figure 21. Cooled EGR, 
diesel particulate filter, diesel oxidation catalyst has already been introduced with this 
engine. It was also named as a heavy-duty engine because they are used for heavy loads 
like mining, agricultural purpose, industrial purpose and construction. Testing was done at 
idling load under cold start conditions at two different rpms, i.e., 1000 rpm and 1500 rpm. 
For the cold start, the engine was left to cool down than its normal operating temperature 
(i.e. below 25℃) and the time gap between the two tests was approximately 5-6 hours to 
facilitate the cold start. The experimental setup was explained in the schematic diagram in 
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Figure 20. The dual tank was another important installation in the engine for the change of 
fuel blends with disturbance. Table 5 below presents heavy-duty engine specification: 
 
Table 5: Engine Specifications for Cummins Engine 
Engine Make & Model Cummins QSB 4.5 T4I  
Engine Type Inline 4-Cylinder 
Number of Cylinders 4 
Bore/Stroke 102mm/138mm 
Displacement 4.5L 
Compression Ratio 17.3:1 
Rated Power 97 kW @ 2300 rpm 
 
 
Figure 20: Schematic Diagram of Heavy-Duty Cummins Engine 
 
Figure 21: Cummins Engine Testing Setup 
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b. Second Engine (Light-Duty Engine): Another engine used for testing the fuel was the 
air-cooled 2-cylinder, 4-stroke HATZ 2G40 diesel engine. Testing was done on various 
loads and speeds which were done through the installation of the dyno-meter. Below are 
the Figures 22 and 23 showing the schematic diagram of the engine setup and light duty 
test engine, along with the Table 6 telling about the specifications of the engine. 
 
Table 6: Engine Specifications of the HATZ Engine 
Engine Make & Model HATZ 2G40 
Engine Type Four – stroke, air – cooled 
Number of Cylinders 2 
Bore/Stroke 92mm/75mm 
Displacement 997cc 
Compression Ratio 20.5:1 
Fuel Injection Timing 8°BTDC (≤2250 rpm); 10°BTDC (≥2300 
rpm) 
Fuel Injection Pressure 26 MPa 
Continuous Max. Rated Power 13.7 kW @ 3000 rpm 









Figure 23: HATZ (Light duty) Engine Test Setup 
3.10.2 Test Procedure 
Testing was done mainly to perform two tasks, i.e., to know the engine emissions and its 
performance. This testing was done by using different fuel samples which are the blends of the 
diesel and biodiesel.  Three different sets of fuels were used. First set was the pure fuels B0, B20, 
B50, B100. Second set was pure fuels with water (water emulsion) with two different water 
percentages (5% and 10%). Third set was pure fuels with purified glycerine (Glycerine emulsion) 
with glycerine percentage to be 5% and 10%. The new technique which was introduced and 
installed on the light-duty diesel engine which is EGR (exhaust gas recirculation) system. EGR 
technique was divided into two sets (half valve open and full valve open) when tested. Fuel blends 
tested with this technique were B0, B50 and B100 along with water emulsion and glycerine 
emulsion. Two extra fuels which were tested are B100W2.5% and B100G2.5% (2.5% water and 
glycerine emulsion with pure 100% biodiesel) 
The first engine used for testing was Cummins 4-cylinder (heavy-duty) diesel engine. Cold 
start experiments were done on this engine at idling condition, which means no load was applied 
to it. All the fuels were tested on this engine and done at two different rpms 1000 rpm and 1500 
rpm to measure the emissions. The time span of each experiment was 30 minutes. Then the 
emissions were recorded at the required time interval, i.e., at 1, 2, 4, 6, 8, 10, 15, 20 and 30 minutes 
after the start of the experiment.   
 The second engine used for testing was HATZ 2G40 2-cylinder (light-duty) diesel engine. 
Testing was done at three different speeds (1000, 2100, and 3000 rpm). These rpms were selected 
because 1000 was the minimum speed, 2100 rpm has the maximum torque, and 3000 rpm has the 
maximum power of the engine. At each speed, three different loads were also tested (low load 
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which is 25% of the total torque at the operating speed, medium load, i.e., 50% of total torque at 
that speed and high load which is 80% of the total torque at that speed), and this load was put to 
an engine through the dynamometer installed on it. So, the test was done on three different loads 
at three different speeds. Each test on this experiment took around 60-70 minutes, and warm-up 
time for this engine was around 10 minutes. All the regulated emissions were measured at each 
load and speed. Emission readings were taken when the reading gets stable.   
 Regulated emissions needed to be recorded were CO, NOx, HC, and smoke opacity. For 
measuring these emissions, a NovaGas 7466 PK gas analyzer was used. Another DWYER 1205A 
analyzer was used to measure CO in ppm (parts per million). Moreover, the third analyzer smoke 
opacity meter was used to measure the smoke opacity. The Table 7 shows the specifications of the 
analyzers used to measure emissions:   
Table 7: Emission Analyzers Specification 
Method of Detection Species Measured 
Unit 
Range Resolution Accuracy 
NovaGas 7466 PK      
Electrochemical/Infrared 
Detector 
𝐶𝑂 % 0-10% 0.10% ±1% 
Infrared Detector 𝐶𝑂2 % 0-20% 0.10% ±1% 
Electrochemical 𝑁O ppm 0-2000 ppm 1 ppm ±2% 
Electrochemical NO2 ppm 0-800 ppm 1 ppm ±2% 
Electrochemical O2 % 0-25% 0.10% ±1% 
Infrared Detector HC ppm x 10 0-20000 
ppm 
10 ppm ±1% 
Dwyer 1205A 
Electrochemical 
CO ppm 0-2000 1 ppm ±5% 
ExTech EA10 Temp 0.1°C (-)200°C-
1360 °C 
0.1°C ±0.3% 
Smart 1500 Opacity % 0-100% 0.1% ±2% 
Smart 1500 Soot Density mg m3⁄  0-10 0.00001 ±2% 
 
 
Figure 24: Dynamometer 
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Dynamometer (Figure 24) is an instrument by which engine’s output power can be 
measured. It was installed on a light-duty diesel engine, which had a wide range of loads (torque), 
i.e., varying from 2lb/ft to 5000 lb/ft. The load of the dynamometer was controlled using the water-
brake load valves. The load can either be controlled manually or with the help of the DYNO-MAX 
software through computer. The rpm range lay between 1000 rpm to 10000 rpm. The software can 
be utilized to acquire several parameters of the engine like engine rpm, engine torque, BSFC, BTE, 
exhaust gas temperature. The formula to calculate BSFC and BTE is discussed below: 
BSFC (Brake specific fuel consumption): It is defined as the mass flow rate per unit time. It was 
represented in g/kWh unit. Fuel consumption was noted manually on the respective load and speed 
which can be taken from the dyno-max software. The formula of the brake specific fuel 
consumption is as below: 
 





=  BSFC (
g
kWh
) …….. (9) 
BTE (Brake thermal efficiency): It is defined as the ratio of heat energy equivalent to 1 kWh to 






















CHAPTER 4: RESULTS and DISCUSSION 
 
4.1 INTRODUCTION 
In this part of the study, we will discuss the characteristics (such as droplet, stability, 
viscosity, heating value) of two different kinds of the emulsions prepared through diesel-biodiesel 
with water and diesel-biodiesel with glycerine. Further, we will discuss the emissions of the heavy-
duty engine at two different idling speeds and the performances and emissions of the light-duty 
diesel engine with and without the EGR system. 
 
4.2 EMULSION FUEL CHARACTERISTICS 
4.2.1 Emulsion Fuel Droplet Size 
A total of eighteen diesel-biodiesel emulsion blends were tested which were prepared with 
5 and 10 percentages of glycerine and water concentration. The particle size of the emulsions is 
illustrated using graphs obtained from the Malvern Mastersizer 2000 as in Figure 25 (a) for 
glycerine and Figure 26 (a) for water, and the photos were taken using an Olympus IX51 (figure 
17) inverted microscope. The particle size distribution graphs for water and glycerine emulsion 
show a bimodal distribution where two peaks are formed, signifying the different droplet sizes. 
The bimodal distribution shows that heavier the oil emulsion the bigger will be the droplet size 
[124]. From the graphs it was also observed that the emulsion fuels contained several smaller 
droplets which were below 5 µm in diameter. The difference in sizes can be attributed to that fact 
that when shear stress is added to the emulsion it results in formation of small droplets which may 
further cause oil/water phase separation.  
It can be seen from Figure 25 (a) that the droplet size continued to increase with the increase 
in biodiesel percentage. It was further observed that the droplet size also increased with the 
increase of glycerin the reason of which can be attributed to the fact that the addition of the heavier 
particle will result in enlarging of the droplet size, which improves combustion efficiency [96]. 
The same trend in the droplet size was noted in case of water as displayed in Figure 26 (a). The 
trend for emulsion fuels suggests that higher the water and glycerine levels and heavier the 
molecules, the larger will be the droplet size. However, glycerine molecules were observed to be 
heavier than water. The mean particulate size distributions for B0W5%, B0W10%, B0G5% and 
B0G10% were 4.3 µm, 6.3 µm, 4.6 µm, and 6.8 µm, respectively. B20, B50, and B100 had particle 
size distribution which ranged from 0.45 µm to 50 µm as seen in Table 3. Higher concentration of 
smaller particle ranging between 0.45 µm and 8 µm was noted in emulsion fuels containing less 
water and biodiesel which resulted in lower mean particle size. 
The photos of glycerine emulsion and water emulsion fuels were taken from the 
microscope as seen in Figures 25 (b) and 26 (b) confirms the presences of different size of droplet 
sizes of molecules. The shear pressure added to the emulsion leads to reduction in the droplet size 
and increase in water and glycerine percentage cause the formation of droplets with higher 
diameter as seen in the photos [125]. A continuous increase was seen in the droplet size the increase 
in biodiesel percentage; the droplet size also appeared to increase with the increase in glycerine 
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(Figure 25 (b)) and water (Figure 26 (b)). The droplet size of glycerine molecules was observed to 
be bigger than the droplet size of water molecules. Therefore, water emulsion stability is more than 
glycerine emulsion as observed from photos because the droplet size distribution of water had 
maximum sharply defined and low diameter droplets that are representative of emulsion stability 
[126]. Coalescence was also observed in the photos of emulsions with higher concentrations of 
glycerine and water which results in the formation of droplets with higher average diameters. 
Coalescence can occur because of weak repulsive forces between the droplets which leads to 
droplet collision, thus reducing the thin-film separating them which finally breaks to form larger 
droplets[127]. Use of surplus surfactants in emulsion fuels result in the formation of double layer 
spherical micelle around a membrane of aqueous molecules wrapped around heavy compounds of 
bio-oil resulting in coalescence and later resulting in breaking up of the micelle due to difference 
in the densities [115]. In the present experiment the same reason can be attributed to the presence 
of coalescence where the heavier densities of water and glycerine wrapped under membrane of 
diesel-biodiesel blends which may result in droplet collision resulting in breaking of the membrane 
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Figure 25: (a) Bimodal Particle Size Distribution Graphs and (b) Microscopic Pictures of the 
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Figure 26: (a) Bimodal Particle Size Distribution Graphs and (b) Microscopic Pictures of the 
Water Emulsion Fuels 
4.2.2 Emulsion Fuel Viscosity 
Figure 27, shows an increase in fuel kinematic viscosity with the increase in glycerine 
concentration. The kinematic viscosity of B100 was observed to be about 4.2 cSt without glycerine 
but increased to a nearly 6 cSt with the addition of 10% glycerine, which resulted in an estimated 
increase of 40%. Kinematic viscosity also increased with the addition of biodiesel. Kinematic 
viscosity for B0 was observed to be about 1.85 cSt, whereas for B100 it was noted to be about 4.2 
cSt, which was about 225% of B0. The increase was seen due to a high percentage of oxygen 
present in the glycerine [96], as well as in biodiesel. In case of water emulsion, the fuel viscosity 
was increased with the increase of water content. The viscosity of B100 with 10% of water was 
noted to be 5.66 cSt. The difference in the distribution size of emulsion particles and surface 
contact contributes to an increase in friction [71].  
From Figure 28 it was observed that kinematic viscosity decreased with the increase in 
temperature in case of both diesel and biodiesel. Kinematic viscosity was measured in the 
temperature range of 25℃ to 90℃. Kinematic viscosity for biodiesel (B100) at 25℃ was nearly 
twice as higher than that of diesel (B0). However, kinematic viscosity was noted to decrease 
considerably as the temperature increased [128]–[130]. This is due to the fact that the molecules 
in liquid are loosely packed and have a strong intermolecular attraction and at higher temperature 
these molecules strongly oppose intermolecular forces and start to move more freely thus 
decreasing the viscosity [131]. The reduction in the kinematic viscosity for diesel and biodiesel at 
90℃ was observed to be 63.5% and 69% respectively. Although, the kinematic viscosity of diesel 





Figure 27: Kinematic Viscosity of Emulsion Fuels 
 
Figure 28: Kinematic Viscosity of Diesel and Biodiesel at Various Temperatures 
4.2.3 Emulsion Fuel Stability 
Emulsion stability refers to an emulsion’s capacity to preserve the emulsifying layer when 
kept in a stationary position over time [71]. Stability was primarily investigated at normal room 
temperature (25℃). The emulsion’s stability depends on various factors such as the stirring rpm, 
the concentration and type of surfactant used, the techniques used, the duration of the 
emulsification, and the viscosity of the continuous phase [81]. The stability of the emulsion fuel 
also relies on its HLB value which operates by activating the surface and maximizing its contact 
area [132]. Two emulsifiers (Tween 80 and Span 80) were used in order to achieve the desired 
stability. It was observed that the stability decreased with the increase of biodiesel, water and 
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crude glycerine lead to phase separation, thus, reducing its stability [115] and in order to increase 
its stability there is a need to purify it [133]. B0G5% demonstrated the greatest stability for up to 
70 hours in case of glycerine emulsion, and for water emulsion, the best stability was seen in 
B0W5% for up to 58 days. However, the stability of B50 and 100 at 10% of glycerine and water 
was noted to be quite less which was probably due to coalescence. The time span is an important 
factor responsible for the coalescence of droplets which is caused as a result of the processes 
involved in emulsification [134]. The increase in water percentage increases the size of droplets 
which with the time swell up resulting in coalescence [134]. The duration of stability is represented 
in Table 3. 
4.2.4 Heating Value 
The heating value reduced with the increase in biodiesel, water, and glycerine. The 
significant amount of oxygen present in glycerine reduces its heating value. In pure glycerine, 
oxygen weighs up to 52% [96]; therefore with the increase in the percentage of glycerine heating 
value reduces. As glycerine has a heating value of its own, due to which the heating values of the 
glycerine emulsions are higher than that of their respective water emulsion fuels.  From the results, 
it was noted that B100G10% displayed the lowest heating value which was 37,691 kJ/kg.  
B100G10% displayed a reduction of 16.47% and 7.15%, respectively, in the heating value when 
compared to that of neat diesel and biodiesel, as illustrated in Table 3.  
 
4.3 Heavy-Duty Engine Emissions 
Experiments were done with B0, B50 and B100 along with their water and glycerine 
emulsions at idling condition at two different rpms, i.e. 1000 rpm and 1500 rpm. The exhaust 
emission (NOx, CO, HC and Smoke Opacity) were measured. The trends for the emissions were 
similar at both rpms that is why only the graphs for 1000 rpm were included in results of this study. 
The results for all the emissions at both rpm are shown in appendix A.  
NOx Emission 
 Figure 29, displays that the average NOx emission increases with the increase of biodiesel 
due to the presence of oxygen in the biodiesel. An increase of 14.26% was noted in B1005 as 
compared to B0. Two different emulsions were formed using glycerine and water (5% and 10%). 
NOx was seen to reduce in case of both emulsions when compared to biodiesel but was even lower 
in case of a water emulsion. Average NOx emissions for B0W10% and B0G10% was 24.63% and 
19.09% respectively lower than B0 due to the low heating values of water and glycerine emulsion. 




Figure 29: NOx Emission in Heavy-Duty Engine at 1000 rpm 
CO Emission 
It can be seen from Figure 30 that with the increase of biodiesel concentration CO reduces 
due to the presence of oxygen which helps in the complete combustion of the fuel. CO was seen 
to increase in case of emulsions. Water emulsion has a higher average of CO emissions because 
of the lower combustion temperature which results in incomplete combustion which forms more 
CO instead of CO₂ [135]. A reduction of 26.5% was seen for B100 as compared to B0 in case of 
CO emissions. An increase of 23.48% in average CO emission for B100G10% compared to B100, 
which increased 3% more for B100W10%. It was observed that with the increase of water and 
glycerine percentage CO increased. 
 
Figure 30: CO Emission in Heavy-Duty Engine at 1000 rpm 
HC Emission 
 Figure 31 illustrates that the HC emission at 1000 rpm decreased with increase in biodiesel 
concentration but increased with glycerine and water content. HC emissions for B0G10% were 
approximately five times more than B0, and a similar trend was seen in B50 and B100. For W10% 


































seen as a result of inbuilt cold EGR which reduces the amount of oxygen and decreases the flame 
temperature of the combustion chamber resulting in improper combustion (incomplete 
combustion).  
 
Figure 31: HC Emission in Heavy-Duty Engine at 1000 rpm 
Smoke Opacity 
Figure 32 demonstrates that smoke emissions at 1000 rpm decreased with the emulsion 
fuels. The minimum smoke emissions were noted in the case of glycerine emulsion fuels followed 
by water emulsion fuels and its base fuel. The smoke emissions increased with the increase in 
biodiesel concentration which can be due to the increase in viscosity. Smoke decreases with the 
increase of water and glycerine concentration. Nearly 31% decrease was noted in smoke emissions 
for B0W10% and about 50% decrease for B0G10% when compared to B0. 
 
Figure 32: Smoke Opacity Emission in Heavy-Duty Engine at 1000 rpm 
4.4 Light Duty Engine 
4.4.1 Without EGR Technology 
The experiments were done for B0, B20, B50 and B100 and with their water and glycerine 









































testing were 1000 rpm (lowest engine speed), 2100 rpm (speed with the maximum torque) and 
3000 rpm (speed with maximum power for continuous working). Furthermore, the three loads 
selected were low load (20%), medium load (50%) and high load (80%) of the maximum toques 
at the selected speed. All the results can be seen in Appendix 3. The power, torque and BSFC curve 
of the light-duty engine are shown in Appendix E. 
4.4.1.1 Base Fuels 
Performance 
BSFC 
From the results as in Figure 33, it was observed that BSFC increases with the increase in 
diesel-biodiesel blends. The increase of 4.68% was seen at 2100 rpm and low load condition of 
B100 as compared to B0. Higher BSFC of diesel-biodiesel blends is due to the lower heating value 
as compared pure diesel [63]. BSFC decrease with the increase in the load due to the increase in 
the burning efficiency of the fuel. The highest BSFC was noticed at 1000 rpm and low load 
condition. BSFC was seen to be decreasing at 2100 rpm, but it again increased at 3000 rpm due to 
the increase in friction losses. Out of all 3 speeds, the lowest BSFC was noticed at 2100 rpm high 

















































Figure 33: BSFC of a Light-Duty Engine at Different Loads at (a) 1000 rpm (b) 2100 rpm and 
(c) 3000 rpm 
BTE 
Figure 34 shows that BTE increases with the increase of biodiesel which can be attributed 
to the significant amount of oxygen present in it which helps in the proper combustion of fuel and 
increases the thermal efficiency. BTE increases with the increase in the load at all operating speeds. 
BTE increased with speed at 2100 rpm due to proper air-fuel mixing but decreased at 3000 rpm. 
The maximum BTE was observed for B100 at 2100 rpm on high load condition as 37.17%. The 
increase in BTE for B100 was 6.48%, 6.67% and 6.14% on high load condition at 1000 rpm, 2100 















































NOx Emission  
From the Figure 35, we can see that with the increase of biodiesel concentration the level 
of NOx emission increases due to the presence of oxygen which helps in the proper burning of the 
fuel and increases the combustion chamber temperature. It was noticed that with the increase in 
the load NOx emissions increased regarding ppm, due to the increase in the combustion 
temperature. However, when converted into g/kWh a decrease in NOx is seen with the increase in 
load because the rate at which ppm increases is lower than the rate at which power increases with 
load. NOx also reduces with the increase in speed due to shorter ignition delay which occurs 
because of the increase in volumetric efficiency and inlet air motion, leading to better air-fuel 
mixing at a higher speed. On an average NOx emission of B0 was noted to be 4.34 g/kWh and for 








































Figure 35: NOx Emission of a Light-Duty Engine at Different Loads 2100 rpm 
CO Emission 
It can be noted from the graphs shown in Figure 36 that average CO decreases with the 
increase of biodiesel in the diesel-biodiesel blends as the presence of oxygen facilitates in the 
complete combustion of the fuel. Moreover, CO also decreases with the increase in load and speed 
as these result in the higher temperature of the combustion chamber which results in the complete 
combustion of the fuel [13] and converts CO to CO₂. The average CO decrease for B100 was 
16.43% as compared to B0. CO emission for high load 1000 rpm was 2.559 g/kWh which reduced 
by 51.46% at 3000 rpm high load and was noted as 1.242 g/kWh for B100. 
 
Figure 36: CO Emission of a Light-Duty Engine at Different Loads at 2100 rpm 
HC Emission 
From Figure 37, it was observed that HC emission decreases with the increase of speed, 
load, and biodiesel content. The reasons for the cause of HC can be attributed to low-temperature 
bulk quenching, incomplete burning of fuel, the improper stochiometric ratio (over-rich or over-
lean burning), liquid wall films for excessive spray impingement and the fuel trapping in the 
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presence of oxygenated compounds in biodiesel which aided in the proper burning of the fuel 
resulting in the lower formulation of unburnt hydrocarbons. Increase in engine load decreases HC 
because of the lean combustion process. HC emissions for B0 and B100 were noted to be 10.32 
and 6.02 respectively, and a decrease of approximately 40% was seen. A decrease of 64.6% was 
seen in HC emissions for B100 working between 1000 rpm and 3000 rpm at high load. HC 
emission for B100 at 1000 rpm high load condition witnessed a decrease of 64.6% for B100 at 
3000 rpm high load condition which was calculated as 1.788. a decrease of 64.6% was seen in HC 
emissions  
 
Figure 37: HC Emission of a Light-Duty Engine at Different Loads at 2100 rpm 
Smoke Opacity 
Smoke opacity is the measure of formation of smoke or soot in the engine and is dependent 
on the collision of molecules (primarily carbon and oxygen) and the concentrations of fuel 
fragments [136]. Smoke emissions increased with the increase in biodiesel in the biodiesel-diesel 
blend which can be due to the higher viscosity and density of biodiesel fuel which worsens 
atomization and combustion of the fuel [137]. The increase in smoke with the addition of biodiesel, 
however, shows a contrary trend and a cause of which can be attributed to the occurrence of wall-
quenching resulting from over penetration of the fuel through the increase in the injection pressure 
[74]. The average smoke opacity of B0 was measured as 4.36% which increased with biodiesel 
and was noted as 7.80% in case of B100 as seen in Figure 38. Smoke emissions were seen to 
increase with the increase in loads but decreased with the increase in speed. 65.18% and 75.88% 
reduction in smoke emission was observed at high load at 2100 and 3000 rpm respectively on 



















HC emission (2100 rpm)




Figure 38: Smoke Opacity of a Light-Duty Engine at Different Loads at 2100 rpm 
EGT 
Exhaust gas temperature (EGT) illustrated in Figure 39 shows that average EGT was 
slightly more (approx. 7℃) in case of B100 than pure diesel which was due to the presence of 
oxygen molecules in biodiesel which increases the burning efficiency of the fuel and the 
combustion chamber temperature. EGT increases with the load and speed. A rise of 51% was seen 
in average EGT on changing the speed to 3000 rpm from 1000 rpm.  
 
Figure 39: EGT of a Light-Duty Engine at Different Loads at 2100 rpm 
4.4.1.2 Emulsions 
All the performances and emissions done from this part ahead were done at 2100 rpm for 
water and glycerine emulsions (5% and 10% for both) of diesel-biodiesel blends. This rpm was 
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On comparing the results of different fuels and their emulsions, it was noted that BSFC 
increased with the increase in water, glycerine and biodiesel concentration at a specific load, as 
shown in Figure 40 and 41.  
From Figure 40 it can be observed that BSFC increase for the water emulsion fuels with 
respect to their base fuels. The BSFC was seen to be more in the emulsion fuels having 10% water 
present in them. The maximum average BSFC was noted to be 248.09 g/kWh for B100W10% 
w.r.t. all water emulsion fuels. There was an increase 1.70% in BSFC for B0W10% and 5.64% for 
B100W10% as compared to B0. 
Figure 41 illustrates the BSFC of glycerine emulsion fuel. B100G10% on an average 
displayed nearly 5% increase in BSFC as compared to B0 which was due to the reduction in the 
heating value or the emulsion energy density of the glycerine emulsions [77], [96]. BSFC was 
noted to be affected by the engine load; that is, it decreased with the increase in load due to its 
higher burning efficiency [74]. The BSFC was more in case of water emulsions as compared to 
glycerine emulsions because of its lower heating value, though the average BSFC difference was 
a mere 0.85 g/kWh. 
 
 
Figure 40: BSFC of a Light-Duty Engine at Different Loads at 2100 rpm when Operated with 























Figure 41: BSFC of a Light-Duty Engine at Different Loads at 2100 rpm when Operated with 
Glycerine Emulsion Fuel 
BTE 
BTE for all the base fuels and their emulsions was observed at different loads as seen in 
Figures 42 and 43. BTE implies better and efficient combustion of fuels [13]. BTE for the emulsion 
fuels was found greater than their base fuels because of the presence of oxygen which increases 
combustion efficiency. BTE increase with the increase of glycerine or water percentage and from 
which water emulsion has better bake thermal efficiency.  
BTE for water emulsions increased with the increase in water percentage and with biodiesel 
in biodiesel-diesel blends due to the presence of oxygen which facilitates the better combustion of 
the fuel as seen in Figure 42. BTE increased with the load. The maximum BTE was noted for 
B100W10% to be 40.63% which was 6.66% and 4.38% more than B0 and B100 respectively. 
BTE for glycerine emulsion witnessed an increase between 0.8% - 1.1% at medium load 
and 1.7% - 2 % at high load as compared to low load for all fuel blends as seen in Figure 43. Brake-
thermal efficiency was seen to improve with the addition of biodiesel and glycerine, because of 
the oxygen molecules present in them that assist in the proper burning of the fuel leading to 
increased burning efficiency. The average BTE for B100G10% was observed to be about 38%. 
However, average BTE of B0 was about 34%. The increase in the BTE for B100G10% was noted 
as 4.65% and 2.4% w.r.t B0 and B100 respectively. 
On comparing water and glycerine emulsion fuels, water emulsion was found to have better 
thermal efficiency because glycerine emulsion has the higher viscosity which reduces/worsens the 























Figure 42: BTE of a Light-Duty Engine at Different Loads at 2100 rpm when Operated with 
Water Emulsion Fuel 
 
Figure 43: BTE of a Light-duty Engine at Different Loads at 2100 rpm when Operated with 
Glycerine Emulsion Fuel 
Emissions 
NOx Emission 
Figure 44 and 45 present NOx emissions for different fuel blends along with their water 
and glycerine emulsions at various engine loads. Reduction in NOx emission was observed with 
the use of emulsification technique, which helps decrease the combustion temperature by reducing 
the flame temperature of the combustion chamber. NOx emissions were found to be the least at 
3000 rpm high load condition. 
From Figure 44 demonstrated that with the increase of water percentage the level NOx 
emission reduced. In case of water emulsion, fuel reduction in NOx can be attributed to the lower 



























Low Load Medium Load High Load
53 
 
flame temperature [132].  NOx emission for B0 was 4.34%, and it reduced to 3.48% for B0W10% 
which was observed to be the lowest. 
Upon investigation of NOx emissions for glycerine emulsion as shown in Figure 45 it was 
noted that NOx slightly increased with the addition of the biodiesel because of the additional 
oxygen present in biodiesel. The NOx level for glycerine emulsion was noted to decrease due to 
the lower flame temperature of the glycerine emulsion and its high heat of vaporization, and also 
due to the improved atomization of the emulsion fuel [96], [138], [139]. The highest reduction was 
seen in the fuels blended with the maximum amount of glycerine, in all cases. The average NOx 
of B100 was 4.77 g/kWh, and it reduced to 3.91 g/kWh for B100G10%, which is 18% lower than 
B100.  
The reduction in NOx emission was more for water emulsion than glycerine emulsion 
because water has higher latent heat of vaporization as compared to glycerine and moreover, its 
calorific value is also lower which lowers the in-cylinder flame temperature more as compared to 
glycerine emulsion. Additionally, the atomization of water emulsion was better due to its less 
viscosity. Average NOx for B100W10% was noted as 3.81 g/kWh and for B100G10% was 3.91 
g/kWh. 
 
Figure 44: NOx Emission of a Light-Duty Engine at Different Loads at 2100 rpm when Operated 





















Figure 45: NOx Emission of a Light-Duty Engine at Different Loads at 2100 rpm when Operated 
with Glycerine Emulsion Fuel 
CO Emission 
CO is formed due to insufficient oxygen present in the combustion chamber which is not 
sufficient to oxidize CO to form CO₂. CO increases with the increase in water and glycerine 
percentage in emulsion fuels which leads to a reduced flame temperature in the combustion 
chamber resulting in incomplete combustion.  
On observing Figure 46, it can be noted that CO increased with the increase in water 
emulsion due to the presence of water inside the emulsion fuel which decreases the combustion 
temperature resulting in increased formation of CO [140]. B100W5% demonstrated the lowest 
average CO emission among all the tested water emulsion fuels and was measured to be 4.56 
g/kWh which was 1 g/kWh more than B100 and slightly more than the CO produced by pure diesel 
which was 4.02 g/kWh. 
In case of glycerine emulsion fuel, it was seen that CO emissions increased for all the 
emulsion fuels when compared to their neat base fuels as seen in Figure 47. It was found that the 
addition of glycerin increased CO emissions because it lowers down the flame temperature which 
results in incomplete combustion which further weakens the higher oxygen content present in 
glycerine. The average CO emissions noted for B100G5% was 4.29 g/kWh which was the lowest 
whereas maximum CO was measured in case of B0G10% which was 6.04 g/kWh. 
The CO emission for glycerine emulsion was observed to be lower than those recorded for 
water emulsion fuels because of the oxygen content present in glycerine which improves its 




















Figure 46: CO Emission of a Light-Duty Engine at Different Loads at 2100 rpm when Operated 
with Water Emulsion Fuel 
 
Figure 47: CO Emission of a Light-Duty Engine at Different Loads at 2100 rpm when Operated 
with Glycerine Emulsion Fuel 
HC Emission 
HC emissions of emulsion fuels were noted to increase with an increase in the water and 
glycerine percentage. HC emissions depend on air-fuel mixing which is improved with emulsion 
due to the presence of micro-explosions however, these micro-explosions also result in local flame 
quenching causing combustion temperature to reduce thus increasing formation HC [71]. 
Figure 48 depicts that HC increased with the increase in the level of water in case of water 
emulsion fuels because of the latent heat of vaporization of water which lowers the flame 
temperature of the combustion chamber. The HC emission for B100 was noted to be 6.02 g/kWh 
which increased to 11.08 g/kWh with the addition of 10% water in B100. 
Figure 49 demonstrates that HC emissions increased with the increase of glycerine in 
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temperature thus, producing high HC emissions. Also, the high viscosity of the glycerine emulsion 
fuels results in increased HC formation due to poor atomization. HC emission for B100 was 6.022 
g/kWh, increased with the addition of 5% and 10% glycerine in B100 to 9.19 g/kWh and 12.18 
g/kWh respectively. HC emission of B100G10% was approximately 20% higher than B0. 
 
 
Figure 48: HC Emission of a Light-Duty Engine at Different Loads at 2100 rpm when Operated 
with Water Emulsion Fuel 
 
Figure 49: HC Emission of a Light-Duty Engine at Different Loads at 2100 rpm when Operated 
with Glycerine Emulsion Fuel 
Smoke Opacity 
Upon investigation of smoke emissions, it was observed that smoke opacity decreased with 
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Smoke opacity in case of water emulsion was seen to decrease (as seen in Figure 50) which 
was due to the micro-explosion of water droplets leading to enhanced air-fuel mixing, better fuel 
atomization by the injectors and reduction in burning rate constant which resulted in lower 
combustion temperature and lesser formation of smoke or soot. The least average smoke opacity 
was measured for B0W10% which was 1.87%. The smoke opacity for B100, B100W5%, and 
B100W10% was measured as 7.80%, 5.34% and 3.94% respectively. 50% reduction was seen in 
B100W10% when compared to B100. 
Smoke levels were seen to reduce significantly with the increase in glycerine concentration 
as seen in Figure 51. Smoke emissions for B0G10% were recorded to be the lowest in case of all 
glycerine fuel blends. The smoke reduction for B0G10% and B100G10% was observed as 66% 
and 53%, respectively as compared to their base fuels. B100G10% displayed an average smoke 
reduction of nearly 20% w.r.t. B0. The main reason for the reduction in smoke attributed to the 
presence of oxygen in the emulsified fuel [141].  
 
Figure 50: Smoke Opacity of a Light-Duty Engine at Different Loads at 2100 rpm when 
Operated with Water Emulsion Fuel 
 
Figure 51: Smoke Opacity of a Light-Duty Engine at Different Loads at 2100 rpm when 












































The exhaust gas temperature decreased with the increase of the emulsion fuels (as shown 
in Figure 52 and 53) due the existence of latent heat of vaporization of water and glycerine in their 
emulsion fuels which reduces adiabatic flame temperature more than diesel and gasoline resulting 
in the cooling of exhaust gas temperature [96], [139]. EGT for B0 was found to be 220.1℃, 245℃ 
and 280.6℃ but it reduced to 188.5℃, 210℃ and 244.4℃ in B0W10%. EGT for glycerine 
emulsion fuel B0G10% was recorded as 193.6℃, 213.1℃ and 248.2℃ for low load, medium load 
and high load condition respectively. EGT was less in water emulsion fuels as compared to 
glycerine emulsion fuels because the water has higher latent heat of vaporization and low calorific 
value which reduces the in-cylinder temperature more than glycerine.  
 
Figure 52: EGT of a Light-Duty Engine at Different Loads at 2100 rpm when Operated with 
Water Emulsion Fuel 
 
Figure 53: EGT of a Light-Duty Engine at Different Loads at 2100 rpm when Operated with 
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4.4.2 With EGR Technology 
Exhaust gas recirculation (EGR) is a technique used to reduce NOx emissions which works 
by recirculating a small portion of the engine’s the exhaust gas (inert gas- already burnt) back to 
engine combustion chamber which reduces the amount of oxygen present in the chamber to reduce 
the cylinder temperature and hence, reducing the NOx. Cold EGR technique was preferred. Base 
fuels like B0, B50 and B100 were tested with their water and glycerine emulsion fuels (5% and 
10% content). In B100 water 2.5% and G2.5% was also tested in EGR conditions. Testing shown 
below was done at 2100 rpm at various load conditions. Half open valve and full open valve EGR 
testing was done and the EGR percentages were calculated at these points for each rpm and load 




From the investigation of graphs shown in Figures 54, 55 and 56 it was seen that BSFC 
increased with the use of EGR for all diesel-biodiesel fuel blends and their emulsions. The increase 
of BSFC with EGR may be attributed to a dilution effect, altering of air-fuel ratio and reduced 
oxygen and burning rate resulting in reduced combustion efficiency [108]. Furthermore, EGR 
requires more fuel to generate the same power output, as engine working without EGR which 
increases BSFC [142]. The highest increase was perceived for the water emulsion due to its lower 
calorific value. The increase was not as significant, but the overall increase was seen to be in the 
range of 0.8 g/kWh to 1.2 g/kWh for no EGR to maximum EGR percentage for all fuel blends and 
with their fuel emulsions.  
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Figure 55: BSFC of a Light-Duty Engine at Different Loads with their EGR% at 2100 rpm when 
Operated with Water Emulsion Fuel 
 
Figure 56: BSFC of a Light-Duty Engine at Different Loads with their EGR% at 2100 rpm when 
Operated with Glycerine Emulsion Fuel 
BTE 
It was observed from the results illustrated in Figures 57, 58 and 59 that BTE decreased 
with the increase of EGR percentage for all diesel-biodiesel fuel blends and their emulsions as 
EGR as creates obstruction for normal combustion process to take place due to the reduced 
availability of oxygen which worsens the burning rate of fuel [143]. The BTE for B100 with no 
EGR at 2100 rpm medium load was 36.17%, but it reduced to 35.95% when the EGR condition 
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Figure 57: BTE of a Light-Duty Engine at Different Loads with their EGR % at 2100 rpm 
 
Figure 58: BTE of a Light-Duty Engine at Different Loads with their EGR% at 2100 rpm when 
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Figure 59: BTE of a Light-Duty Engine at Different Loads with their EGR% at 2100 rpm when 
Operated with Glycerine Emulsion Fuel 
Emissions 
NOx Emission  
As can be seen from Figures 60, 61 and 62 it was examined that NOx emissions declined 
with the increase of the EGR percentage for all diesel-biodiesel fuel blends and their emulsions 
which is due to the fact that the recirculated exhaust gases are primarily composed of CO₂, water 
vapor and nitrogen (inert gases) which act as a heat sink and reduces oxygen availability and delays 
the combustion process thus decreasing the in-cylinder temperature and restricting NOx emissions 
[103]. The reduction recorded for NOx was approximately 30% for low, medium and high load 
for B0 at 2100 rpm on reaching the maximum EGR percentage respective to their load. B100 
shows an approximate average reduction of 27%. EGR used with emulsion fuels showed a 
reduction of about 32% and 30% for B100W10% and B100G10% respectively at 2100 rpm and 
medium load condition at maximum EGR percentage. 
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Figure 61: NOx Emission of a Light-Duty Engine at Different Loads with their EGR% at 2100 
rpm when Operated with Water Emulsion Fuel 
 
Figure 62: NOx Emission of a Light-Duty Engine at Different Loads with their EGR% at 2100 
rpm when Operated with Glycerine Emulsion Fuel 
CO Emission 
Figures 63, 64 and 65 indicate that CO increased with the increase of EGR percentage for 
all diesel-biodiesel fuel blends and their emulsions as it reduces the speed and temperature of 
reaction in the combustion chamber which weakens the oxidation reaction and results in increased 
CO formation [103]. CO emissions of B100 were low in case of emulsions and EGR than B0. CO 
in B100, B100W10%, and B100G10% increased by approximately 33%, 45% and 39% 
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maximum in case of water emulsions due to its low calorific value. B100G10% (at 0% EGR) had 
almost equal CO emission to B0 (at maximum EGR percentage). 
 
Figure 63: CO Emission of a Light-Duty Engine at Different Loads with their EGR % at 2100 
rpm 
 
Figure 64: CO Emission of a Light-Duty Engine at Different Loads with their EGR% at 2100 
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Figure 65: CO Emission of a Light-Duty Engine at Different Loads with their EGR% at 2100 
rpm when Operated with Glycerine Emulsion Fuel 
HC Emission  
HC emissions were observed to increase with the increase of EGR percentage for all diesel-
biodiesel fuel blends and their emulsions (as seen in Figures 66, 67 and 68) which can be because 
of the addition of exhaust gas to the inlet air that leads to improper fuel-gas mixing which reduces 
the combustion temperature resulting in incomplete combustion and production of unburnt 
hydrocarbons [144]. The increase in HC emission for B0 and B100 was 9.418 g/kWh and 7.756 
g/kWh (at maximum EGR percentage) from 7.435 g/kWh and 4.525 g/kWh (at 0% EGR condition) 
at 2100 rpm and medium load condition. For 2100 rpm highest HC emission was recorded at low 
load condition and maximum EGR% as 37.393 g/kWh for B0G10%. 
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Figure 67: HC Emission of a Light-Duty Engine at Different Loads with their EGR% at 2100 
rpm when Operated with Water Emulsion Fuel 
 
Figure 68: HC Emission of a Light-Duty Engine at Different Loads with their EGR% at 2100 
rpm when Operated with Glycerine Emulsion Fuel 
Smoke Opacity 
On examining the results, as shown in Figure 69, 70 and 71 it was observed that with the 
increase of the EGR% the smoke level increased for all diesel-biodiesel fuel blends and their 
emulsions. Increased EGR rate reduces the oxygen quantity which leads to the reduction of the 
cylinder temperature causing the soot oxidation rate to decline resulting in incomplete combustion 
and soot/smoke formation. [58], [143]. Smoke opacity decrease with speed but increases with load 
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for all fuels tested at 2100 rpm and medium load as depicted in the EGR graphs below. The least 
smoke was recorded for B0G10% which was 1.86% for 2100 rpm medium load at maximum 
EGR%. 
 
Figure 69: Smoke Opacity of a Light-Duty Engine at Different Loads with their EGR % at 2100 
rpm 
 
Figure 70: Smoke Opacity of a Light-Duty Engine at Different Loads with their EGR% at 2100 
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Figure 71: Smoke Opacity of a Light-Duty Engine at Different Loads with their EGR% at 2100 
rpm when Operated with Glycerine Emulsion Fuel 
EGT 
Figures 72, 73 and 74 illustrates that with the increase of the EGR%, the exhaust gas 
temperature decreases because the inert gases which combine with fresh air reduces the amount of 
oxygen in the combustion chamber which lowers the burning efficiency of fuel and the incomplete 
combustion occurs resulting in the reduction of in-cylinder temperature [142]. EGT was minimum 
in case of water emulsions which was followed by glycerine emulsions and base fuels as water 
emulsions have the lowest calorific value and water has the high latent heat of vaporization which 
decreases the cylinder temperature. From the figures below, it can be observed that the reduction 
in EGT varies between 3.75% to 5.5%. The maximum EGT and minimum EGT were recorded as 
242.3℃ and 200.1℃ for B100 and B0W10% at maximum EGR%. 
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Figure 73: EGT of a Light-Duty Engine at Different Loads with their EGR% at 2100 rpm when 
Operated with Water Emulsion Fuel 
 
Figure 74: EGT of a Light-Duty Engine at Different Loads with their EGR% at 2100 rpm when 
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CHAPTER 5: CONCLUSION and FUTURE WORK 
 
In this study, performance and emissions of various fuels were investigated on two 
different types of engines: light-duty engine and heavy-duty engine. For the investigation, two 
fuels which are pure diesel and pure biodiesel were used, and their diesel-biodiesel blends were 
prepared. Later, these fuels were emulsified using water and glycerine in different percentages 
(5% and 10%). The glycerine used for the emulsion fuel was the by-product of biodiesel which 
was purified using orthogonal test method. EGR technology was developed and installed on light 
duty engine. Several experiments were performed on a light-duty diesel engine to investigate the 
performance and emission of the fuels used with and without EGR at various speed and load 
conditions. The heavy-duty engine was used to investigate the emissions of the various fuels at 
two different idling speed conditions. Below are the conclusions which were investigated while 
testing. 
The investigation results are summarized as follows: 
Crude glycerine was obtained as a by-product of biodiesel which was purified to remove the 
impurities present in it which can affect its stability when used emulsion fuel and can cause ash-
related problems. 
In case of emulsion fuels, an increase in the droplet size was seen, due to the increase in biodiesel, 
water and glycerine, which increased viscosity and reduced its stability. On the other hand, with 
the increase in biodiesel, water and glycerine concentration in diesel, the heating value declined 
because of the high oxygen content present in the fuel. The lowest heating values were seen in 
case of emulsion fuels.  
The best results for BSFC were found at 2100 rpm, and it decreased with the increase of load. 
Reduction in the heating value resulted in an increase to BSFC and BSFC was observed to be the 
lowest at high load. The highest BSFC was noticed for water emulsion fuel blends which were 
followed by glycerine emulsions and their base fuel. BSFC for B100W10% was 260.311 g/kWh 
at 1000 rpm, and low load condition and an increase of 4.67% was seen in it as compared to B0 at 
the same condition.  BSFC was also seen to increase with the increase of EGR, even though the 
increase was not very significant. The lowest BSFC with maximum EGR% was seen at 2100 rpm 
high load condition which was 231.305 g/kWh for B0. 
From the results, it was investigated that BTE increases with the load and the maximum thermal 
efficiency were achieved at 2100 rpm. An increase in BTE was observed with the increase in the 
percentages of biodiesel, water, and glycerine. Maximum BTE for glycerine emulsion was 
achieved at B100G10% which was 39.62% and in case of water emulsions B100W10% showed 
the maximum BTE noted as 41.63% at high load condition. B50W10% showed 1.32% more BTE 
than B100G10%. The average BTE of B100G10% was found to be about 4 percentage points 
higher than the average BTE of B0. BTE was found to decrease with the increase of EGR for all 
fuels at all speeds and load conditions. 
Results showed that NOx decreased with the increase in speed and load. NOx increased with the 
increase in biodiesel concentration but declined with the increase in the percentage of water and 
glycerine. The maximum reduction was observed at high load in each rpm. Average NOx for 
B100W10% and B100G10% was 20% and 18% lower than that of B100 and about 12% and 10% 
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lower than B0. Furthermore, NOx was also seen to reduce with the increase in EGR%. The average 
emission of NOx without EGR were 4.29 g/kWh, 3.44 g/kWh and 3.6 g/kWh for B100, 
B100W10% and B100G10% which were reduced to 2.99 g/kWh, 2.32 g/kWh and 2.38 g/kWh in 
case of maximum EGR, about 30% reduction was seen with EGR. 
In case of smoke opacity, a similar trend was followed by all the investigated fuels. Smoke 
decreased with the increase in speed but increased w.r.t. loads. A decrease was seen in smoke 
levels with the addition of glycerine and water. The lowest smoke emission was shown by 
B0G10% which was examined to be 0.442% at 3000 rpm and low load condition which showed a 
reduction of 79% as compared to B0G10% at 1000 rpm and low load condition. B100G10% 
reduced 53% more smoke than B100. Although higher biodiesel content in the blend emitted 
higher smoke, B100G10% it still displayed about 20% average smoke reduction compared to B0. 
Additionally, it was found that with the increase of EGR% smoke opacity increased. The average 
increase of smoke varied between 25% to 40% at various speeds and loads for without EGR% 
condition and maximum EGR% condition. 
There was a decrease seen in CO and HC emissions with the increase of load and speed. Also, CO 
and HC emissions were also noted to decline with the increase in biodiesel but increased in the 
addition of water and glycerine emulsion. B100 emitted 16% lower CO than B0, and there are no 
change in CO emissions up to 5% glycerin emulsions, but a minute increase was noticed for 5% 
water emulsion of B100. On an average, water emulsion demonstrated about 10% higher CO 
emissions than those witnessed for glycerine emulsion. As for HC emissions, it was observed that 
B100 emitted 40% lower HC than B0, and HC with B100G5% and B100W5% were still 10% and 
19% lower than B0 whereas B100W10% showed 12% increase in HC as compared to B0. With 
the use of EGR, CO and HC emissions increased for all fuels at all speeds and loads. Average 
increase of CO was calculated in the range of about 30% to 50% for all fuels depending upon their 
speed and load at maximum EGR condition. The lowest HC observed was for B100W2.5% and 
B100G2.5% which was 4.376 g/kWh at 3000 rpm and high load condition. 
For EGT it was noticed that it increased with increase in speed and load for all fuels. EGT 
decreased with an increase in glycerine and water concentration in emulsion fuels but increased 
with the increase in biodiesel concentration. Furthermore, EGT for pure biodiesel was slightly 
more than pure diesel. With the increase in the EGR decrease in EGT was perceived for all fuels. 
Data gathered from the experiments done at two different idling speeds on the heavy-duty engine 
for various fuels displayed the similar trends. It was seen that NOx emissions for biodiesel fuel 
were higher than other fuel blends. Emulsion fuels were prepared to decrease the NOx emissions 
for all fuel blends using water and glycerine. The lowest NOx emissions were seen in B0W10% 
at both idling speeds than other tested fuels. CO emissions and HC emissions were found to be the 
lowest for B100. B100 demonstrated a decrease in CO of about 26% and 36% and in HC of about 
23% and 57% than B0 at 1000 rpm and 1500 rpm respectively. However, with the use of emulsion 
fuels, a substantial increase was observed in both, CO and HC emissions. A rise in smoke opacity 
was noted with the increase in biodiesel, but it decreased with emulsion fuels. A decrease of about 






Even though the research undertaken in this study was able to fulfill its objective there is still more 
research needed to be done in this direction: 
1. More research needs to be done on the stability and on the droplet size of the emulsion 
fuels, especially on glycerine emulsion fuels. 
2. Efficient method can be proposed for the purification of glycerine (in sense of time and 
cost saving). Orthogonal test method gives high percentage of the purity level, but it is time 
consuming. 
3. Research should be done with prime focus on glycerine to test its performance and 
emission and explore its role as a possible fuel.  
4. By using the emulsion fuels and EGR technique, CO and HC levels increase at high 
percentage. To reduce them, new techniques should be developed or working on the DOC 
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Appendix A: Heavy-Duty Engine Emissions 














Fuels NOx (ppm) CO (ppm) HC (C1(ppm)) Smoke Opacity (%) 
B0 258.44 179.33 43.33 1.164 
B50 271.11 152 40 1.389 
B100 301.44 131.78 33.33 1.628 
B0W5% 213.11 209 60 1.043 
B0W10% 194.778 277.67 190 0.802 
B50W5% 237.89 188.78 56.67 1.091 
B50W10% 212.56 230.22 173.33 0.921 
B100W2.5% 273 147.33 40 1.4361 
B100W5% 251.67 154.33 46.67 1.158 
B100W10% 234.44 177.67 106.67 0.943 
B0G5% 224.22 193.22 140 0.873 
B0G10% 209.11 251.78 276.67 0.574 
B50G5% 246.56 177.44 80 0.943 
B50G10% 219.22 203.11 196.67 0.786 
B100G2.5% 279.56 135.56 70 1.274 
B100G5% 260.44 149 76.67 0.98 
B100G10% 238.44 172.22 150 0.89 
xiii 
 
A2: Emissions at 1500 rpm: 
 
Fuels NOx (ppm) CO (ppm) HC (C1(ppm)) Smoke Opacity (%) 
B0 211.5556 237.78 23.33 0.902 
B50 227 191.56 13.33 0.992 
B100 250.2222 153.78 10 1.273 
B0W5% 174.3333 329.44 56.67 0.782 
B0W10% 156.2222 389.44 86.67 0.462 
B50W5% 196.4444 246.11 46.67 0.872 
B50W10% 174.7778 313 86.67 0.805 
B100W2.5% 223.6667 175.44 26.67 1.151 
B100W5% 207.7778 194.67 36.67 1.014 
B100W10% 195.5556 257.22 63.33 0.885 
B0G5% 182.2222 272 73.33 0.738 
B0G10% 167.3333 364.41 233.33 0.377 
B50G5% 201 203.67 60 0.838 
B50G10% 185 273.44 170 0.642 
B100G2.5% 234.1111 171 50 1.023 
B100G5% 220.2222 185.56 53.33 0.86 
















APPENDIX B: Performances and Emissions of the Fuel Blends and Their Emulsion Fuels on Light-Duty Engine without EGR 
System  
B1: Performance:  BSFC (g/kWh): 
RPM 1000 rpm 2100 rpm 3000 rpm 
Load Low Load Medium Load High Load Low Load Medium Load High Load Low Load Medium Load High Load 
Fuels                   
B0 248.100 240.511 235.191 239.200 235.400 229.952 243.292 236.464 232.193 
B20 249.801 242.201 236.001 240.899 237.125 231.393 244.801 238.837 233.690 
B50 252.702 245.890 239.796 244.100 240.542 233.958 247.788 241.307 237.161 
B100 257.089 249.901 244.475 250.401 245.183 238.587 252.182 246.877 242.195 
B0W5% 249.904 242.502 236.711 241.088 236.994 232.801 245.189 238.880 233.877 
B0W10% 251.802 244.198 238.898 242.815 239.088 234.654 246.885 240.838 235.529 
B20W5% 251.601 243.805 237.887 242.785 239.005 233.107 246.217 240.920 235.537 
B20W10% 254.210 245.711 240.799 244.519 240.928 236.813 249.291 242.959 237.259 
B50W5% 254.504 248.121 241.911 246.098 242.416 235.599 250.103 243.104 239.661 
B50W10% 256.912 251.200 244.428 248.324 244.399 237.769 252.594 243.934 241.471 
B100W5% 258.943 251.659 246.074 251.886 247.033 240.440 253.547 248.686 244.182 
B100W10% 260.311 253.567 248.075 253.209 249.003 242.053 255.779 250.448 246.217 
B0G5% 249.103 241.212 235.998 240.310 235.716 230.543 244.120 237.443 232.936 
B0G10% 251.098 243.099 237.188 242.406 237.285 233.192 245.509 239.195 234.131 
B20G5% 250.595 242.889 236.874 241.711 238.222 232.245 245.615 239.847 234.729 
B20G10% 252.303 244.587 239.198 243.497 239.830 233.614 248.107 241.971 236.214 
B50G5% 253.300 247.500 240.428 245.581 241.443 234.851 248.988 242.435 238.494 
B50G10% 255.196 248.986 242.681 247.403 243.679 236.453 251.287 243.574 240.438 
B100G5% 258.403 250.710 245.219 251.097 246.007 239.356 252.892 247.810 243.015 











Load Low Load Medium Load High Load Low Load Medium Load High Load Low Load Medium Load High Load
Fuels
B0 32.16 33.17 33.92 33.35 33.89 34.69 32.79 33.74 34.36
B20 32.59 33.61 34.50 33.80 34.33 35.18 33.26 34.09 34.84
B50 33.24 34.16 35.03 34.41 34.92 35.90 33.90 34.81 35.42
B100 34.49 35.48 36.27 35.41 36.17 37.17 35.16 35.92 36.61
B0W5% 34.33 35.38 36.24 35.58 36.20 36.85 34.99 35.91 36.68
B0W10% 36.00 37.13 37.95 37.34 37.92 38.64 36.72 37.64 38.49
B20W5% 34.79 35.91 36.80 36.06 36.63 37.55 35.55 36.34 37.17
B20W10% 36.39 37.65 38.42 37.84 38.40 39.07 37.11 38.08 38.99
B50W5% 35.49 36.40 37.33 36.70 37.26 38.33 36.11 37.15 37.68
B50W10% 37.15 38.00 39.05 38.44 39.05 40.14 37.79 39.13 39.53
B100W5% 36.82 37.89 38.75 37.85 38.60 39.66 37.61 38.34 39.05
B100W10% 38.71 39.74 40.62 39.80 40.47 41.63 39.40 40.24 40.93
B0G5% 33.65 34.75 35.52 34.88 35.56 36.36 34.34 35.30 35.98
B0G10% 34.40 35.53 36.42 35.64 36.40 37.04 35.19 36.11 36.90
B20G5% 34.12 35.20 36.09 35.37 35.89 36.81 34.81 35.65 36.42
B20G10% 34.90 36.01 36.82 36.17 36.72 37.70 35.50 36.40 37.28
B50G5% 34.80 35.61 36.66 35.89 36.51 37.53 35.40 36.36 36.96
B50G10% 35.55 36.44 37.38 36.67 37.23 38.37 36.10 37.24 37.73
B100G5% 35.96 37.07 37.90 37.01 37.78 38.83 36.75 37.50 38.24
B100G10% 36.78 37.81 38.64 37.81 38.51 39.62 37.48 38.27 38.96
1000 rpm 2100 rpm 3000 rpm
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B3: Emissions: NOx (g/kWh): 
RPM 1000 rpm 2100 rpm 3000 rpm 










Load High Load 
Fuels                   
B0 10.222 5.288 4.081 7.142 3.355 2.535 5.913 2.956 2.269 
B20 10.797 5.532 4.196 7.216 3.482 2.598 6.165 3.154 2.362 
B50 11.368 5.653 4.276 7.505 3.600 2.669 6.510 3.344 2.484 
B100 11.911 5.973 4.436 7.854 3.713 2.762 6.878 3.434 2.557 
B0W5% 9.426 4.717 3.783 6.277 3.089 2.349 5.416 2.750 2.065 
B0W10% 8.473 4.441 3.558 5.606 2.769 2.080 4.802 2.425 1.845 
B20W5% 10.021 4.838 3.862 6.475 3.133 2.372 5.703 2.838 2.121 
B20W10% 8.702 4.550 3.667 5.696 2.858 2.119 5.050 2.568 1.917 
B50W5% 10.120 4.994 3.987 6.585 3.245 2.425 5.916 2.933 2.183 
B50W10% 9.040 4.617 3.747 5.954 2.949 2.191 5.243 2.656 1.990 
B100W5% 10.725 5.238 4.081 6.805 3.364 2.508 6.190 3.095 2.277 
B100W10% 9.485 4.741 3.813 6.081 3.053 2.287 5.512 2.775 2.035 
B0G5% 9.836 4.981 3.877 6.439 3.133 2.434 5.568 2.861 2.187 
B0G10% 8.828 4.573 3.732 5.840 2.895 2.147 5.205 2.546 1.923 
B20G5% 10.284 5.070 3.978 6.654 3.244 2.458 5.875 2.940 2.255 
B20G10% 9.064 4.682 3.767 6.005 2.984 2.229 5.317 2.623 1.999 
B50G5% 10.561 5.223 4.065 6.927 3.319 2.511 6.203 2.980 2.269 
B50G10% 9.273 4.760 3.819 6.098 3.089 2.273 5.512 2.720 2.071 
B100G5% 10.903 5.380 4.154 7.166 3.447 2.581 6.517 3.166 2.375 





B4: CO (g/kWh): 
RPM 1000 rpm 2100 rpm 3000 rpm 




Load High Load Low Load 
Medium 
Load High Load 
Fuels                   
B0 13.147 5.115 3.108 7.954 3.030 1.808 7.277 2.672 1.564 
B20 12.430 4.952 2.987 7.486 2.906 1.710 6.674 2.510 1.460 
B50 10.900 4.280 2.666 7.052 2.714 1.648 6.283 2.363 1.403 
B100 10.326 4.198 2.559 6.651 2.495 1.533 5.644 2.158 1.242 
B0W5% 21.895 9.028 5.573 9.859 3.921 2.384 8.236 3.171 1.924 
B0W10% 28.779 11.372 6.953 11.998 4.551 2.703 11.573 4.448 2.664 
B20W5% 18.310 7.214 4.501 9.391 3.756 2.313 7.774 2.995 1.830 
B20W10% 23.186 9.599 6.001 11.330 4.359 2.623 10.330 3.905 2.436 
B50W5% 15.872 6.623 4.032 8.957 3.564 2.171 7.561 2.936 1.754 
B50W10% 20.748 8.294 5.198 10.528 4.140 2.561 9.691 3.743 2.332 
B100W5% 14.676 5.767 3.671 8.422 3.276 1.976 6.887 2.745 1.526 
B100W10% 18.071 7.377 4.581 9.926 3.852 2.349 9.052 3.391 2.086 
B0G5% 19.075 7.520 4.354 9.157 3.633 2.154 7.845 3.009 1.820 
B0G10% 27.919 10.434 6.564 11.196 4.304 2.632 10.259 3.905 2.398 
B20G5% 17.640 6.868 4.072 8.790 3.441 2.109 7.419 2.877 1.678 
B20G10% 21.608 8.600 5.332 10.929 4.167 2.535 9.620 3.714 2.332 
B50G5% 15.202 6.134 3.845 8.389 3.304 2.065 7.135 2.833 1.668 
B50G10% 19.792 8.131 5.010 10.260 4.003 2.464 9.372 3.538 2.199 
B100G5% 14.294 5.665 3.563 7.854 3.112 1.905 6.603 2.554 1.450 





B5: HC (C1) (g/kWh): 
RPM 1000 rpm 2100 rpm 3000 rpm 
Load Low Load Medium Load 
High 




Load Low Load 
Medium 
Load High Load 
Fuels                   
B0 30.436 12.494 7.897 18.914 7.435 4.598 16.741 6.577 4.024 
B20 29.309 12.014 7.581 17.338 7.111 4.389 15.904 6.230 4.024 
B50 24.800 10.572 6.634 14.973 5.818 3.762 13.393 4.846 3.129 
B100 18.036 7.689 5.054 11.033 4.525 2.508 10.045 3.461 1.788 
B0W5% 36.072 15.377 9.476 23.642 9.051 5.852 21.764 8.307 5.365 
B0W10% 45.090 19.222 12.004 29.947 11.637 7.523 26.786 10.384 6.706 
B20W5% 31.563 13.455 8.845 20.490 8.404 5.016 20.089 7.615 4.918 
B20W10% 40.581 17.299 10.740 26.795 10.990 6.269 25.112 10.384 6.259 
B50W5% 27.054 11.533 7.581 17.338 7.111 4.180 16.741 6.230 4.024 
B50W10% 38.327 15.377 10.108 23.642 9.697 6.269 23.438 9.692 5.812 
B100W5% 24.800 9.611 6.318 14.185 5.818 3.344 13.393 5.538 3.129 
B100W10% 31.563 13.455 8.213 20.490 7.758 5.016 18.415 7.615 4.471 
B0G5% 38.327 16.338 10.740 25.218 10.344 6.269 23.438 9.692 5.812 
B0G10% 47.345 20.183 13.267 31.523 12.283 7.523 28.460 11.076 7.153 
B20G5% 36.072 14.416 9.477 22.066 9.051 5.434 21.764 8.307 4.918 
B20G10% 45.091 19.222 12.635 29.947 11.637 7.105 28.460 11.076 6.706 
B50G5% 29.309 12.494 8.213 18.914 7.758 5.016 18.415 6.923 4.471 
B50G10% 42.836 17.299 10.740 26.795 10.344 6.687 25.112 9.692 6.259 
B100G5% 27.054 11.533 7.581 17.338 6.465 3.762 15.067 5.538 3.129 





B6: Smoke Opacity (%): 
RPM 1000 rpm 2100 rpm 3000 rpm 









Fuels                   
B0 4.467 5.688 7.729 3.621 4.322 5.131 2.063 2.742 3.643 
B20 6.282 7.532 8.775 4.004 4.805 5.907 2.529 3.065 3.959 
B50 11.265 12.960 13.771 5.645 6.610 7.779 3.344 4.375 5.303 
B100 20.867 21.186 24.094 7.017 7.995 8.389 4.981 5.464 5.811 
B0W5% 4.359 5.269 6.256 2.592 3.095 3.738 1.586 2.051 2.845 
B0W10% 3.328 3.743 4.391 1.299 1.725 2.582 0.593 0.860 1.173 
B20W5% 5.811 6.256 7.028 3.254 3.910 4.358 2.261 2.962 3.925 
B20W10% 3.648 4.910 5.203 2.242 2.807 3.484 1.057 1.465 1.695 
B50W5% 7.917 8.902 9.004 4.414 4.910 5.616 2.841 3.395 4.183 
B50W10% 4.545 5.890 7.296 3.019 3.732 3.973 1.094 1.627 2.280 
B100W5% 16.494 17.979 20.033 4.945 5.243 5.829 3.387 3.728 4.248 
B100W10% 12.410 13.779 14.656 3.676 3.798 4.347 1.986 2.604 3.050 
B0G5% 4.210 4.690 5.902 2.281 2.771 3.632 1.500 1.701 2.097 
B0G10% 2.113 2.963 4.134 0.760 1.253 1.754 0.442 0.607 0.646 
B20G5% 5.056 5.937 6.704 3.185 3.736 4.313 2.080 3.014 3.729 
B20G10% 3.117 4.311 4.972 1.752 2.201 2.607 0.909 1.085 1.333 
B50G5% 7.695 7.949 8.299 3.196 3.918 4.565 2.800 3.191 3.902 
B50G10% 3.470 5.468 6.497 2.553 2.918 2.938 1.197 1.570 2.189 
B100G5% 14.871 17.780 18.892 3.817 4.190 4.808 2.827 3.240 3.928 





B7: EGT (°C): 
RPM 1000 rpm 2100 rpm 3000 rpm 
Load Low Load Medium Load 
High 




Load Low Load 
Medium 
Load High Load 
Fuels                   
B0 160.3 185.4 230.2 220.1 245 280.6 255.4 295.2 340.1 
B20 161.2 187 231.8 220.9 246.1 281.3 257.1 296.7 342.2 
B50 163.7 189.2 234.1 222.2 247.4 282.8 258.7 298 342.9 
B100 169.5 194.4 239.1 226 252.3 288.1 263.6 301.8 347.9 
B0W5% 144.5 162.7 211.6 197.2 216.6 257.9 231.7 270.2 319.9 
B0W10% 129 150.2 203.1 188.5 210 244.4 221.6 259.3 308 
B20W5% 147.2 164.3 212.9 199.9 218.6 260.1 233.9 272.4 320.9 
B20W10% 131.6 152.3 204.5 191.7 211.7 248.2 223.6 261.4 311.4 
B50W5% 148.9 167.1 215.4 202.2 223.7 264.5 237.8 275.8 323.2 
B50W10% 135.6 155.4 206.7 195.8 215.3 253.9 226.6 264.3 315.5 
B100W5% 153.2 172.4 220.1 207.4 231.7 270.9 243.8 282.6 330.5 
B100W10% 141.4 162.6 211.7 199.3 221.1 259.8 234.6 271.9 322.5 
B0G5% 149.2 165.1 214.6 200 221.1 261.5 234.4 274.8 322.7 
B0G10% 135.5 154.4 206.3 193.6 213.1 248.2 224.5 262.3 313.6 
B20G5% 151.1 168.7 216.9 202.8 223.5 264.4 236.9 277.4 325.2 
B20G10% 137.3 157.8 208.5 196.8 215 251.1 227.2 264.3 315.9 
B50G5% 152.6 173.9 220.7 207.4 228.6 267.1 240 281.2 328.1 
B50G10% 140.5 161.7 212.9 200.1 217.5 254.8 230.1 267.9 318.5 
B100G5% 157.3 179.8 225.1 210.4 236.4 273.5 247.1 286.3 334.5 





APPENDIX C: Performances and Emissions of the Fuel Blends and Their Emulsion Fuels on Light-Duty Engine with EGR 
System 
C1: Performance: BSFC (g/kWh) at 1000 rpm: 
RPM 1000 rpm 
Load Low Load Medium Load High Load 
EGR % 0% 2.51% 7.62% 0% 4.13% 8.72% 0% 5.77% 9.93% 
Fuels                   
B0 248.100 248.302 248.704 240.511 240.769 241.190 235.191 235.475 235.983 
B50 252.702 253.014 253.552 245.890 246.146 246.657 239.796 240.219 240.914 
B100 257.089 257.571 258.230 249.901 250.428 250.964 244.475 244.945 245.601 
B0W5% 249.904 250.165 250.713 242.502 242.853 243.547 236.711 237.106 237.801 
B0W10% 251.802 252.111 252.636 244.198 244.477 245.039 238.898 239.213 239.803 
B50W5% 254.504 254.862 255.433 248.121 248.506 249.185 241.911 242.420 243.128 
B50W10% 256.912 257.271 257.798 251.200 251.509 252.093 244.428 244.774 245.502 
B100W2.5%   258.514 259.128   251.431 251.992   245.778 246.491 
B100W5% 258.943 259.286 259.918 251.659 252.142 252.787 246.074 246.594 247.217 
B100W10% 260.311 260.771 261.363 253.567 254.006 254.568 248.075 248.406 249.050 
B0G5% 249.103 249.355 249.908 241.212 241.519 242.550 235.998 236.365 236.919 
B0G10% 251.098 251.358 251.975 243.099 243.425 244.087 237.188 237.588 238.217 
B50G5% 253.300 253.675 254.306 247.500 247.967 248.656 240.428 240.902 241.535 
B50G10% 255.196 255.538 256.239 248.986 250.355 251.126 242.681 243.050 243.773 
B100G2.5%   258.057 258.718   250.829 251.544   245.342 246.075 
B100G5% 258.403 258.709 259.230 250.710 251.249 251.959 245.219 245.834 246.617 







C2: BSFC (g/kWh) at 2100 rpm: 
RPM 2100 rpm 
Load Low Load Medium Load High Load 
EGR % 0% 7.20% 11.99% 0% 8.52% 13.86% 0% 9.75% 15.58% 
Fuels                   
B0 239.200 239.546 240.107 235.400 235.810 236.507 229.952 230.433 231.305 
B50 244.100 244.681 245.472 240.542 241.104 241.872 233.958 234.571 235.486 
B100 250.401 251.225 251.948 245.183 245.927 246.666 238.587 239.490 240.256 
B0W5% 241.088 241.511 242.330 236.994 237.397 238.036 232.801 233.280 234.014 
B0W10% 242.815 243.358 243.738 239.088 239.597 240.409 234.654 235.419 236.263 
B50W5% 246.098 246.462 247.202 242.416 242.741 243.556 235.599 235.951 236.711 
B50W10% 248.324 248.848 249.451 244.399 245.117 245.987 237.769 238.433 239.313 
B100W2.5%   251.935 252.700   247.014 247.825   240.400 241.245 
B100W5% 251.886 252.519 253.293 247.033 247.808 248.632 240.440 241.223 241.956 
B100W10% 253.209 253.873 254.529 249.003 249.518 250.152 242.053 242.665 243.410 
B0G5% 240.310 240.772 241.491 235.716 236.258 237.029 230.543 231.020 231.854 
B0G10% 242.406 242.856 243.440 237.285 237.791 238.399 233.192 233.807 234.398 
B50G5% 245.581 246.088 246.906 241.443 242.040 243.013 234.851 235.415 236.424 
B50G10% 247.403 247.799 248.680 243.679 244.103 245.012 236.453 236.920 237.923 
B100G2.5%   251.498 252.193   246.357 247.150   240.012 240.764 
B100G5% 251.097 251.826 252.756 246.007 246.593 247.542 239.356 240.118 240.988 








C3: BSFC (g/kWh) at 3000 rpm: 
RPM 3000 rpm 
Load Low Load Medium Load High Load 
EGR % 0% 8.08% 12.77% 0% 10.09% 15.43% 0% 12.36% 17.94% 
Fuels                   
B0 243.292 243.928 244.843 236.464 237.356 238.400 232.193 232.238 233.352 
B50 247.788 248.842 249.651 241.307 241.430 242.365 237.161 237.295 237.294 
B100 252.182 253.341 254.138 246.877 248.101 248.848 242.195 243.333 244.282 
B0W5% 245.189 245.803 247.100 238.880 239.523 240.644 233.877 234.613 235.905 
B0W10% 246.885 247.676 248.700 240.838 241.600 242.672 235.529 236.352 237.384 
B50W5% 250.103 250.431 251.111 243.104 243.499 244.218 239.661 239.994 240.372 
B50W10% 252.594 253.437 254.518 243.934 244.905 245.946 241.471 242.753 243.936 
B100W2.5%   253.880 254.741   248.690 249.670   244.089 244.932 
B100W5% 253.547 254.355 255.104 248.686 249.630 250.499 244.182 245.147 245.926 
B100W10% 255.779 256.393 257.156 250.448 251.183 251.969 246.217 246.963 247.748 
B0G5% 244.120 244.748 245.821 237.443 238.085 239.112 232.936 233.605 234.702 
B0G10% 245.509 246.288 247.305 239.195 239.751 240.981 234.131 234.837 235.940 
B50G5% 248.988 249.671 250.640 242.435 243.126 244.223 238.494 239.236 240.269 
B50G10% 251.287 252.164 253.166 243.574 244.659 245.748 240.438 241.524 242.673 
B100G2.5%   253.430 254.239   248.100 249.084   243.566 244.643 
B100G5% 252.892 253.581 254.387 247.810 248.648 249.526 243.015 244.158 245.167 








C4: BTE (%) at 1000 rpm: 
RPM 1000 rpm 
Load Low Load Medium Load High Load 
EGR % 0% 2.51% 7.62% 0% 4.13% 8.72% 0% 5.77% 9.93% 
Fuels                   
B0 32.16 32.13 32.08 33.17 33.14 33.08 33.92 33.88 33.81 
B50 33.24 33.20 33.13 34.16 34.12 34.05 35.03 34.97 34.86 
B100 34.49 34.43 34.34 35.48 35.41 35.33 36.27 36.20 36.11 
B0W5% 34.33 34.29 34.22 35.38 35.32 35.22 36.24 36.18 36.07 
B0W10% 36.00 35.96 35.89 37.13 37.08 37.00 37.95 37.90 37.81 
B50W5% 35.49 35.44 35.36 36.40 36.34 36.24 37.33 37.26 37.15 
B50W10% 37.15 37.10 37.02 38.00 37.95 37.86 39.05 38.99 38.88 
B100W2.5%   35.92 35.83   36.93 36.85   37.78 37.67 
B100W5% 36.82 36.77 36.69 37.89 37.82 37.72 38.75 38.67 38.57 
B100W10% 38.71 38.64 38.56 39.74 39.67 39.58 40.62 40.57 40.46 
B0G5% 33.65 33.62 33.54 34.75 34.71 34.56 35.52 35.46 35.38 
B0G10% 34.40 34.37 34.28 35.53 35.49 35.39 36.42 36.36 36.26 
B50G5% 34.80 34.75 34.66 35.61 35.55 35.45 36.66 36.59 36.49 
B50G10% 35.55 35.50 35.40 36.44 36.24 36.12 37.38 37.33 37.21 
B100G2.5%   35.53 35.44   36.56 36.45   37.37 37.26 
B100G5% 35.96 35.92 35.85 37.07 36.99 36.88 37.90 37.80 37.68 








C5: BTE (%) at 2100 rpm: 
RPM 2100 rpm 
Load Low Load Medium Load High Load 
EGR % 0% 7.20% 11.99% 0% 8.52% 13.86% 0% 9.75% 15.58% 
Fuels                   
B0 33.35 33.30 33.23 33.89 33.83 33.73 34.69 34.62 34.49 
B50 34.41 34.33 34.22 34.92 34.84 34.73 35.90 35.81 35.67 
B100 35.41 35.30 35.20 36.17 36.06 35.95 37.17 37.03 36.91 
B0W5% 35.58 35.52 35.40 36.20 36.14 36.04 36.85 36.77 36.66 
B0W10% 37.34 37.25 37.20 37.92 37.84 37.71 38.64 38.51 38.37 
B50W5% 36.70 36.64 36.54 37.26 37.21 37.08 38.33 38.28 38.15 
B50W10% 38.44 38.36 38.26 39.05 38.94 38.80 40.14 40.03 39.88 
B100W2.5%   36.86 36.75   37.59 37.47   38.63 38.49 
B100W5% 37.85 37.76 37.64 38.60 38.48 38.35 39.66 39.53 39.41 
B100W10% 39.80 39.69 39.59 40.47 40.39 40.28 41.63 41.53 41.40 
B0G5% 34.88 34.81 34.71 35.56 35.48 35.36 36.36 36.28 36.15 
B0G10% 35.64 35.57 35.48 36.40 36.33 36.23 37.04 36.95 36.85 
B50G5% 35.89 35.82 35.70 36.51 36.42 36.27 37.53 37.44 37.28 
B50G10% 36.67 36.61 36.48 37.23 37.16 37.03 38.37 38.29 38.13 
B100G2.5%   36.46 36.36   37.22 37.10   38.20 38.08 
B100G5% 37.01 36.90 36.77 37.78 37.69 37.54 38.83 38.70 38.56 








C6: BTE (%) at 3000 rpm: 
RPM 3000 rpm 
Load Low Load Medium Load High Load 
EGR % 0% 8.08% 12.77% 0% 10.09% 15.43% 0% 12.36% 17.94% 
Fuels                   
B0 32.79 32.71 32.58 33.74 33.61 33.46 34.36 34.35 34.19 
B50 33.90 33.75 33.64 34.81 34.79 34.66 35.42 35.40 35.40 
B100 35.16 35.00 34.89 35.92 35.74 35.63 36.61 36.44 36.30 
B0W5% 34.99 34.90 34.72 35.91 35.82 35.65 36.68 36.56 36.36 
B0W10% 36.72 36.60 36.45 37.64 37.52 37.36 38.49 38.36 38.19 
B50W5% 36.11 36.06 35.97 37.15 37.09 36.98 37.68 37.63 37.57 
B50W10% 37.79 37.66 37.50 39.13 38.97 38.81 39.53 39.32 39.13 
B100W2.5%   36.57 36.45   37.34 37.19   38.04 37.91 
B100W5% 37.61 37.49 37.38 38.34 38.20 38.06 39.05 38.90 38.77 
B100W10% 39.40 39.30 39.19 40.24 40.12 39.99 40.93 40.80 40.67 
B0G5% 34.34 34.25 34.10 35.30 35.21 35.06 35.98 35.88 35.71 
B0G10% 35.19 35.07 34.93 36.11 36.03 35.85 36.90 36.78 36.61 
B50G5% 35.40 35.30 35.17 36.36 36.25 36.09 36.96 36.84 36.68 
B50G10% 36.10 35.98 35.83 37.24 37.08 36.92 37.73 37.56 37.38 
B100G2.5%   36.18 36.07   36.96 36.81   37.65 37.48 
B100G5% 36.75 36.65 36.53 37.50 37.37 37.24 38.24 38.06 37.91 








C7: Emissions: NOx (g/kWh) at 1000 rpm: 
RPM 1000 rpm 
Load Low Load Medium Load High Load 
EGR % 0% 2.51% 7.62% 0% 4.13% 8.72% 0% 5.77% 9.93% 
Fuels                   
B0 10.222 9.045 8.124 5.288 4.630 4.124 4.081 3.504 3.153 
B50 11.368 9.966 8.817 5.653 5.054 4.489 4.276 3.788 3.330 
B100 11.911 10.438 9.249 5.973 5.222 4.649 4.436 3.918 3.435 
B0W5% 9.426 8.327 7.434 4.717 4.169 3.714 3.783 3.299 2.919 
B0W10% 8.473 7.458 6.741 4.441 3.830 3.390 3.558 2.990 2.747 
B50W5% 10.120 9.169 7.888 4.994 4.486 3.875 3.987 3.485 3.042 
B50W10% 9.040 7.885 7.031 4.617 4.022 3.511 3.747 3.177 2.813 
B100W2.5%   9.917 8.770   4.938 4.408   3.746 3.323 
B100W5% 10.725 9.494 8.269 5.238 4.623 4.036 4.081 3.539 3.199 
B100W10% 9.485 8.285 7.390 4.741 4.170 3.655 3.813 3.240 2.905 
B0G5% 9.836 8.550 7.601 4.981 4.305 3.814 3.877 3.416 2.957 
B0G10% 8.828 7.881 6.933 4.573 4.031 3.441 3.732 3.140 2.819 
B50G5% 10.561 9.392 8.247 5.223 4.527 4.047 4.065 3.560 3.102 
B50G10% 9.273 8.209 7.270 4.760 4.222 3.611 3.819 3.279 2.898 
B100G2.5%   10.091 8.889   5.012 4.478   3.788 3.350 
B100G5% 10.903 9.717 8.555 5.380 4.739 4.167 4.154 3.719 3.245 








C8: NOx (g/kWh) at 2100 rpm: 
RPM 2100 rpm 
Load Low Load Medium Load High Load 
EGR % 0% 7.20% 11.99% 0% 8.52% 13.86% 0% 9.75% 15.58% 
Fuels                   
B0 7.142 5.778 4.957 3.355 2.762 2.398 2.535 2.046 1.722 
B50 7.505 6.336 5.404 3.600 2.989 2.577 2.669 2.199 1.843 
B100 7.854 6.672 5.805 3.713 3.132 2.700 2.762 2.298 1.952 
B0W5% 6.277 5.276 4.483 3.089 2.492 2.113 2.349 1.913 1.586 
B0W10% 5.606 4.590 4.052 2.769 2.242 1.916 2.080 1.706 1.461 
B50W5% 6.585 5.584 4.707 3.245 2.657 2.298 2.425 2.022 1.658 
B50W10% 5.954 5.015 4.231 2.949 2.374 2.000 2.191 1.807 1.522 
B100W2.5%   6.188 5.314   2.909 2.572   2.186 1.820 
B100W5% 6.805 5.803 4.712 3.364 2.760 2.394 2.508 2.100 1.739 
B100W10% 6.081 5.199 4.535 3.053 2.489 2.078 2.287 1.893 1.591 
B0G5% 6.439 5.460 4.543 3.133 2.587 2.145 2.434 1.995 1.630 
B0G10% 5.840 4.891 4.243 2.895 2.330 1.973 2.147 1.788 1.497 
B50G5% 6.927 5.767 4.852 3.319 2.766 2.375 2.511 2.082 1.736 
B50G10% 6.098 5.199 4.405 3.089 2.502 2.089 2.273 1.889 1.562 
B100G2.5%   6.221 5.440   2.969 2.592   2.203 1.860 
B100G5% 7.166 6.088 5.029 3.447 2.889 2.465 2.581 2.191 1.816 








C9: NOx (g/kWh) at 3000 rpm: 
RPM 3000 rpm 
Load Low Load Medium Load High Load 
EGR % 0% 8.08% 12.77% 0% 10.09% 15.43% 0% 12.36% 17.94% 
Fuels                   
B0 5.913 4.990 4.265 2.956 2.545 2.103 2.269 1.891 1.621 
B50 6.510 5.431 4.685 3.344 2.739 2.271 2.484 2.017 1.689 
B100 6.878 5.694 4.836 3.434 2.853 2.398 2.557 2.075 1.735 
B0W5% 5.416 4.418 3.542 2.750 2.255 1.787 2.065 1.678 1.378 
B0W10% 4.802 3.809 2.992 2.425 1.978 1.614 1.845 1.526 1.261 
B50W5% 5.916 4.700 3.945 2.933 2.405 1.970 2.183 1.803 1.521 
B50W10% 5.243 4.107 3.261 2.656 2.142 1.695 1.990 1.597 1.333 
B100W2.5%   5.242 4.517   2.718 2.212   1.960 1.627 
B100W5% 6.190 4.963 4.117 3.095 2.527 2.024 2.277 1.853 1.543 
B100W10% 5.512 4.421 3.732 2.775 2.228 1.791 2.035 1.683 1.430 
B0G5% 5.568 4.698 3.659 2.861 2.390 1.841 2.187 1.762 1.491 
B0G10% 5.205 4.105 3.175 2.546 2.042 1.675 1.923 1.566 1.324 
B50G5% 6.203 4.945 4.115 2.980 2.492 2.051 2.269 1.857 1.529 
B50G10% 5.512 4.421 3.496 2.720 2.164 1.777 2.071 1.634 1.371 
B100G2.5%   5.346 4.634   2.873 2.265   2.000 1.648 
B100G5% 6.517 5.261 4.234 3.166 2.627 2.118 2.375 1.947 1.597 








C10: CO (g/kWh) at 1000 rpm: 
RPM 1000 rpm 
Load Low Load Medium Load High Load 
EGR % 0% 2.51% 7.62% 0% 4.13% 8.72% 0% 5.77% 9.93% 
Fuels                   
B0 13.147 24.119 25.608 5.115 9.536 10.214 3.108 5.625 5.871 
B50 10.900 13.527 17.894 4.280 5.402 7.306 2.666 3.339 4.528 
B100 10.326 12.610 16.572 4.198 5.090 6.728 2.559 3.162 4.213 
B0W5% 21.895 26.595 32.087 9.028 10.609 12.767 5.573 6.336 7.663 
B0W10% 28.779 38.792 45.926 11.372 15.660 18.918 6.953 9.370 10.774 
B50W5% 15.872 22.973 26.489 6.623 9.439 10.885 4.032 5.815 6.755 
B50W10% 20.748 33.932 41.695 8.294 13.787 16.924 5.198 8.774 10.266 
B100W2.5%   15.315 20.539   6.240 8.257   3.898 5.181 
B100W5% 14.676 21.184 22.963 5.767 8.659 9.301 3.671 5.523 5.690 
B100W10% 18.071 29.943 33.321 7.377 12.442 13.755 4.581 7.923 8.741 
B0G5% 19.075 24.761 30.191 7.520 10.102 12.320 4.354 6.158 7.554 
B0G10% 27.919 36.408 39.315 10.434 14.704 16.215 6.564 9.129 10.326 
B50G5% 15.202 20.634 25.211 6.134 8.386 10.233 3.845 5.003 6.271 
B50G10% 19.792 31.593 37.552 8.131 13.183 15.004 5.010 8.367 9.128 
B100G2.5%   14.444 20.186   5.928 8.033   3.784 5.024 
B100G5% 14.294 19.717 22.214 5.665 7.645 8.965 3.563 4.888 5.617 








C11: CO (g/kWh) at 2100 rpm: 
RPM 2100 rpm 
Load Low Load Medium Load High Load 
EGR % 0% 7.20% 11.99% 0% 8.52% 13.86% 0% 9.75% 15.58% 
Fuels                   
B0 7.954 9.782 10.161 3.030 3.589 3.736 1.808 2.080 2.130 
B50 7.052 8.667 9.574 2.714 3.289 3.536 1.648 1.904 2.056 
B100 6.651 8.172 9.280 2.495 3.151 3.324 1.533 1.737 1.975 
B0W5% 9.859 11.980 13.626 3.921 4.740 5.122 2.384 2.900 3.088 
B0W10% 11.998 14.023 17.591 4.551 5.352 6.825 2.703 3.139 4.149 
B50W5% 8.957 11.113 12.598 3.564 4.289 4.828 2.171 2.629 2.984 
B50W10% 10.528 13.806 15.741 4.140 5.265 5.967 2.561 3.036 3.652 
B100W2.5%   9.410 10.484   3.702 4.006   2.271 2.375 
B100W5% 8.422 10.587 11.688 3.276 4.114 4.476 1.976 2.590 2.776 
B100W10% 9.926 13.404 15.300 3.852 5.077 5.639 2.349 2.900 3.355 
B0G5% 9.157 11.670 12.775 3.633 4.414 4.664 2.154 2.717 2.858 
B0G10% 11.196 13.032 16.768 4.304 5.065 6.473 2.632 3.036 3.875 
B50G5% 8.389 10.649 11.482 3.304 4.239 4.429 2.065 2.613 2.680 
B50G10% 10.260 12.506 15.094 4.003 4.915 5.556 2.464 2.948 3.355 
B100G2.5%   9.256 10.220   3.614 3.912   2.231 2.316 
B100G5% 7.854 10.370 11.101 3.112 4.052 4.323 1.905 2.478 2.643 








C12: CO (g/kWh) at 3000 rpm: 
RPM 3000 rpm 
Load Low Load Medium Load High Load 
EGR % 0% 8.08% 12.77% 0% 10.09% 15.43% 0% 12.36% 17.94% 
Fuels                   
B0 7.277 8.294 10.082 2.672 3.055 3.786 1.564 1.778 2.126 
B50 6.283 6.519 9.309 2.363 2.397 3.476 1.403 1.406 2.003 
B100 5.644 6.196 8.969 2.158 2.331 3.377 1.242 1.348 1.902 
B0W5% 8.236 8.810 12.773 3.171 3.358 4.874 1.924 1.993 2.907 
B0W10% 11.573 12.134 15.649 4.448 4.728 5.950 2.664 2.821 3.611 
B50W5% 7.561 8.423 12.123 2.936 3.134 4.503 1.754 1.787 2.683 
B50W10% 9.691 11.909 15.123 3.743 4.662 5.666 2.332 2.730 3.425 
B100W2.5%   7.035 9.835   2.753 3.724   1.613 2.180 
B100W5% 6.887 8.326 10.794 2.745 2.924 4.045 1.526 1.712 2.343 
B100W10% 9.052 11.650 14.257 3.391 4.478 5.505 2.086 2.663 3.193 
B0G5% 7.845 8.326 11.969 3.009 3.108 4.355 1.820 1.861 2.513 
B0G10% 10.259 11.844 15.247 3.905 4.583 5.827 2.398 2.746 3.510 
B50G5% 7.135 8.100 10.670 2.833 2.937 3.996 1.668 1.745 2.412 
B50G10% 9.372 11.618 14.752 3.538 4.491 5.456 2.199 2.655 3.232 
B100G2.5%   6.809 9.587   2.674 3.600   1.588 2.126 
B100G5% 6.603 7.810 10.268 2.554 2.805 3.823 1.450 1.696 2.273 








C13: HC (C1) (g/kWh) at 1000 rpm: 
RPM 1000 rpm 
Load Low Load Medium Load High Load 
EGR % 0% 2.51% 7.62% 0% 4.13% 8.72% 0% 5.77% 9.93% 
Fuels                   
B0 30.436 35.681 40.532 12.494 14.715 16.701 7.897 8.982 10.848 
B50 24.800 32.437 37.414 10.572 12.876 14.943 6.634 7.784 9.706 
B100 18.036 28.112 33.257 7.689 11.036 13.185 5.054 6.587 8.564 
B0W5% 36.072 38.924 45.729 15.377 16.554 18.459 9.476 10.179 11.989 
B0W10% 45.090 49.737 54.043 19.222 21.153 22.854 12.004 13.173 14.273 
B50W5% 27.054 36.762 41.571 11.533 14.715 17.580 7.581 9.581 11.418 
B50W10% 38.327 45.412 51.964 15.377 19.313 21.096 10.108 11.976 13.131 
B100W2.5%   28.112 33.257   11.036 14.064   7.185 9.135 
B100W5% 24.800 32.437 39.493 9.611 12.876 15.822 6.318 8.383 10.277 
B100W10% 31.563 38.924 45.729 13.455 15.635 18.459 8.213 10.179 11.989 
B0G5% 38.327 43.249 49.886 16.338 18.394 20.217 10.740 11.377 13.131 
B0G10% 47.345 54.062 58.200 20.183 22.992 24.612 13.267 14.371 15.986 
B50G5% 29.309 36.762 43.650 12.494 15.635 18.459 8.213 9.581 11.418 
B50G10% 42.836 47.574 54.043 17.299 19.313 21.975 10.740 12.575 13.702 
B100G2.5%   30.275 35.336   11.956 14.943   7.784 9.135 
B100G5% 27.054 32.437 39.493 11.533 13.795 15.822 7.581 8.982 10.277 








C14: HC (C1) (g/kWh) at 2100 rpm: 
RPM 2100 rpm 
Load Low Load Medium Load High Load 
EGR % 0% 7.20% 11.99% 0% 8.52% 13.86% 0% 9.75% 15.58% 
Fuels                   
B0 18.914 21.898 24.929 7.435 8.552 9.418 4.598 5.073 5.776 
B50 14.973 18.978 22.159 5.818 7.077 8.310 3.762 4.509 4.901 
B100 11.033 16.058 19.389 4.525 5.898 7.756 2.508 3.758 4.901 
B0W5% 23.642 24.817 27.699 9.051 9.436 10.526 5.852 5.636 6.651 
B0W10% 29.947 30.657 34.623 11.637 12.385 13.850 7.523 7.891 8.402 
B50W5% 17.338 21.898 26.314 7.111 8.257 10.526 4.180 4.885 6.301 
B50W10% 23.642 27.737 31.853 9.697 10.616 12.188 6.269 6.764 7.351 
B100W2.5%   16.058 20.774   6.487 7.756   3.758 4.901 
B100W5% 14.185 18.978 23.544 5.818 7.667 9.418 3.344 4.885 5.601 
B100W10% 20.490 23.358 27.699 7.758 9.436 11.080 5.016 6.012 6.651 
B0G5% 25.218 27.737 30.469 10.344 10.616 12.188 6.269 6.764 7.352 
B0G10% 31.523 33.576 37.393 12.283 13.564 14.404 7.523 8.267 8.752 
B50G5% 18.914 23.358 27.699 7.758 9.436 10.526 5.016 5.636 6.651 
B50G10% 26.795 30.657 33.238 10.344 11.795 12.742 6.687 7.140 7.702 
B100G2.5%   17.518 22.159   6.487 8.310   4.133 4.901 
B100G5% 17.338 20.438 24.929 6.465 8.257 9.418 3.762 4.885 5.951 








C15: HC (C1) (g/kWh) at 3000 rpm: 
RPM 3000 rpm 
Load Low Load Medium Load High Load 
EGR % 0% 8.08% 12.77% 0% 10.09% 15.43% 0% 12.36% 17.94% 
Fuels                   
B0 16.741 19.786 23.336 6.577 7.764 9.335 4.024 4.681 5.652 
B50 13.393 16.742 20.419 4.846 6.211 8.168 3.129 3.901 4.740 
B100 10.045 13.698 18.961 3.461 5.590 7.001 1.788 3.121 4.011 
B0W5% 21.764 22.829 26.253 8.307 8.695 9.918 5.365 5.461 6.199 
B0W10% 26.786 28.917 33.546 10.384 11.801 13.419 6.706 7.022 8.022 
B50W5% 16.741 19.786 24.795 6.230 7.453 9.335 4.024 4.681 5.470 
B50W10% 23.438 25.873 30.629 9.692 10.559 11.668 5.812 6.241 7.293 
B100W2.5%   15.220 18.961   5.590 7.001   3.121 4.376 
B100W5% 13.393 18.264 21.878 5.538 7.453 8.751 3.129 4.291 5.105 
B100W10% 18.415 22.829 26.253 7.615 9.316 9.918 4.471 5.461 6.199 
B0G5% 23.438 25.873 29.170 9.692 10.559 11.668 5.812 6.241 6.928 
B0G10% 28.460 31.961 35.005 11.076 12.422 13.419 7.153 7.412 8.387 
B50G5% 18.415 21.308 26.253 6.923 8.074 10.502 4.471 5.071 6.199 
B50G10% 25.112 28.917 30.629 9.692 11.180 12.252 6.259 7.022 7.657 
B100G2.5%   15.220 20.419   6.211 7.584   3.511 4.376 
B100G5% 15.067 19.786 23.336 5.538 7.453 9.335 3.129 4.681 5.470 








C16: Smoke Opacity (%) at 1000 rpm: 
RPM 1000 rpm 
Load Low Load Medium Load High Load 
EGR % 0% 2.51% 7.62% 0% 4.13% 8.72% 0% 5.77% 9.93% 
Fuels                   
B0 4.4671 7.1817 7.4551 5.6881 7.6235 7.8105 7.7285 7.8827 8.5792 
B50 11.2646 12.1212 16.5303 12.9596 14.0879 18.72 13.7714 16.0806 24.9891 
B100 20.8669 22.492 23.3382 21.1862 22.9828 25.1306 24.0942 25.4894 28.7117 
B0W5% 4.3592 4.4832 6.4892 5.2685 6.2916 6.8243 6.2562 7.1134 7.6217 
B0W10% 3.3279 3.5112 3.7341 3.7429 3.9488 4.2734 4.3913 4.4844 5.5012 
B50W5% 7.917 9.4388 14.4515 8.9024 11.923 15.8031 9.0041 13.0655 16.6077 
B50W10% 4.5451 5.882 9.4388 5.8895 8.8711 11.923 7.2962 12.912 14.0655 
B100W2.5
%   21.6438 23.3189   22.6083 24.0433   23.7297 24.8729 
B100W5% 16.4941 20.169 22.6911 17.9791 20.8175 23.3563 20.0331 23.7283 24.6603 
B100W10% 12.4099 12.803 15.3904 13.779 14.9841 16.5364 14.6564 16.7792 18.9452 
B0G5% 4.2101 5.0919 5.5495 4.6896 5.83 6.0865 5.9022 6.3922 7.2084 
B0G10% 2.1128 2.1588 3.31 2.9632 3.2805 3.68 4.1342 4.8143 5.3132 
B50G5% 7.6948 8.5993 13.774 7.9493 9.8097 15.0084 8.2989 12.8513 15.6454 
B50G10% 3.47 4.6632 8.1403 5.4677 6.7916 11.1106 6.4974 10.1134 13.5038 
B100G2.5%   20.5632 21.6934   20.8458 22.1174   23.0581 24.1187 
B100G5% 14.8705 18.7204 20.7204 17.7796 20.6531 21.8175 18.892 22.4729 23.9083 







C17: Smoke Opacity (%) at 2100 rpm: 
RPM 2100 rpm 
Load Low Load Medium Load High Load 
EGR % 0% 7.20% 11.99% 0% 8.52% 13.86% 0% 9.75% 15.58% 
Fuels                   
B0 3.6209 3.7087 5.0091 4.3224 5.0424 5.6452 5.1309 5.756 6.0445 
B50 5.6448 6.217 7.0097 6.6099 7.5919 8.8907 7.7788 7.8368 10.9776 
B100 7.0169 7.7691 10.1892 7.9947 8.7586 10.5502 8.3892 11.0487 12.6553 
B0W5% 2.5915 3.0326 3.9154 3.0952 3.4277 4.1652 3.7375 4.0936 5.1808 
B0W10% 1.2993 1.7484 2.0183 1.7252 2.08 2.7273 2.5819 2.7296 4.3052 
B50W5% 4.414 4.5883 5.409 4.9101 5.006 7.4015 5.6155 5.6806 8.6314 
B50W10% 3.019 3.2167 3.5075 3.7322 3.8044 3.8116 3.9733 4.3346 4.5152 
B100W2.5%   6.072 6.6831   6.6387 8.2127   6.8755 11.0619 
B100W5% 4.9452 4.9788 6.5156 5.2432 5.4801 7.9048 5.8291 6.0706 9.4874 
B100W10% 3.6758 3.7231 4.6494 3.7981 4.5458 4.8814 4.347 4.8675 4.962 
B0G5% 2.2808 2.3804 2.7207 2.7709 3.0194 3.1279 3.6315 3.6772 4.562 
B0G10% 0.7602 1.1723 1.2448 1.2527 1.8236 1.8621 1.7535 2.5523 2.6564 
B50G5% 3.1961 3.5002 4.85 3.9175 4.0613 5.5664 4.5653 5.3203 6.5049 
B50G10% 2.5526 2.6596 3.0422 2.9184 3.3794 3.7344 2.9381 4.4236 4.4712 
B100G2.5%   4.7275 6.1886   5.8699 6.5063   6.5892 6.8376 
B100G5% 3.8166 4.4802 5.4036 4.1897 5.0649 6.3101 4.8081 5.5813 6.7072 








C18: Smoke Opacity (%) at 3000 rpm: 
RPM 3000 rpm 
Load Low Load Medium Load High Load 
EGR % 0% 8.08% 12.77% 0% 10.09% 15.43% 0% 12.36% 17.94% 
Fuels                   
B0 2.0628 2.1569 2.9798 2.7416 2.9531 3.5129 3.6429 3.7913 4.1093 
B50 3.3435 4.1529 5.1074 4.3754 5.0664 5.8095 5.3031 5.5882 6.4648 
B100 4.9806 5.4475 7.0192 5.4644 7.7552 8.7667 5.8106 9.6048 10.7535 
B0W5% 1.5864 2.031 2.741 2.0514 2.4216 2.9383 2.8447 3.0599 3.157 
B0W10% 0.5928 0.7457 0.8166 0.8604 0.9805 1.2986 1.1728 1.7777 1.8707 
B50W5% 2.8405 3.8749 5.0012 3.3945 3.9519 5.1426 4.1832 4.5408 5.8101 
B50W10% 1.0944 2.2798 2.6204 1.6265 2.7713 3.1557 2.2802 3.4577 3.6664 
B100W2.5%   3.6562 4.3294   4.4565 5.0093   5.1945 6.7191 
B100W5% 3.3874 3.484 6.4804 3.7283 4.131 6.6957 4.2478 4.9069 9.1328 
B100W10% 1.9862 2.4615 2.9992 2.6041 2.9538 3.4642 3.0502 4.0059 4.1131 
B0G5% 1.4995 1.5307 1.5587 1.7008 2.1646 2.3094 2.0974 3.0555 3.6404 
B0G10% 0.4417 0.4965 0.5467 0.6067 0.6576 0.6753 0.6457 0.9564 1.251 
B50G5% 2.8003 2.8705 2.9909 3.1909 3.4434 3.9242 3.9019 4.1449 4.9562 
B50G10% 1.1969 1.6993 2.005 1.5696 2.1037 2.5859 2.1894 2.4426 2.9936 
B100G2.5%   3.1661 4.1584   3.8526 4.5552   4.614 5.5751 
B100G5% 2.8272 2.9594 3.3961 3.2404 3.6969 4.1814 3.9284 4.8237 5.3018 








C19: EGT (°C) at 1000 rpm: 
RPM 1000 rpm 
Load Low Load Medium Load High Load 
EGR % 0% 2.51% 7.62% 0% 4.13% 8.72% 0% 5.77% 9.93% 
Fuels                   
B0 160.3 157.4 154.1 185.4 182.3 177.6 230.2 226.1 220 
B50 163.7 160.9 158.3 189.2 186 182.5 234.1 230.4 226.3 
B100 169.5 166.8 163.8 194.4 190.9 187.6 239.1 235.3 231.3 
B0W5% 144.5 141.7 139.4 162.7 160.3 157.8 211.6 207.6 204.1 
B0W10% 129 125.8 122.9 150.2 146.3 142.8 203.1 198.8 194.2 
B50W5% 148.9 146.1 143.2 167.1 164.1 160.7 215.4 211.3 207.5 
B50W10% 135.6 132.7 129.8 155.4 152.3 149.1 206.7 200.4 196 
B100W2.5%   158.52 156.1   180.6 177.3   225.7 222.1 
B100W5% 153.2 149.8 147.5 172.4 169.6 166.7 220.1 216.8 212.9 
B100W10% 141.4 139.4 137 162.6 160 156.9 211.7 207.9 203.7 
B0G5% 149.2 144.4 141.9 165.1 162.5 159.5 214.6 210.5 205.9 
B0G10% 135.5 130.6 126.8 154.4 148.3 145 206.3 201.3 195.5 
B50G5% 152.6 149.7 144.7 173.9 168.9 164.3 220.7 214.5 208.7 
B50G10% 140.5 136.1 132.7 161.7 157.2 152.9 212.9 205.9 199.5 
B100G2.5%   161.2 157.8   182.5 179.2   228.8 225.2 
B100G5% 157.3 153.5 149.2 179.8 174.8 170.2 225.1 219.3 214 








C20: EGT (°C) at 2100 rpm: 
RPM 2100 rpm 
Load Low Load Medium Load High Load 
EGR % 0% 7.20% 11.99% 0% 8.52% 13.86% 0% 9.75% 15.58% 
Fuels                   
B0 220.1 215.5 210.8 245 239.4 234.6 280.6 274.4 268.4 
B50 222.2 217.5 212.7 247.4 242.2 237.9 282.8 276.6 270.2 
B100 226 221.7 217.7 252.3 247.8 242.3 288.1 282.1 275.9 
B0W5% 197.2 193.8 190.1 216.6 212.3 207.8 257.9 253 247.9 
B0W10% 188.5 184.5 179.9 210 204.8 200.1 244.4 238.4 232.7 
B50W5% 202.2 197.5 193.4 223.7 219.2 214.4 264.5 258.4 253 
B50W10% 195.8 191.5 187.7 215.3 210.6 206.1 253.9 249.1 242.4 
B100W2.5%   211.1 207.1   238.1 233.3   274.2 268.7 
B100W5% 207.4 204.1 200.2 231.7 227.8 224.4 270.9 265.5 260.7 
B100W10% 199.3 195.5 192 221.1 217.3 213 259.8 254.9 250.5 
B0G5% 200 196.6 192 221.1 217.3 210.2 261.5 255.3 249.7 
B0G10% 193.6 187.1 182.9 213.1 207.9 203.9 248.2 242.7 236.1 
B50G5% 207.4 201.8 195.5 228.6 222 215.3 267.1 260.7 253.9 
B50G10% 200.1 194.5 189.8 217.5 211.4 208 254.8 250 243.5 
B100G2.5%   214.6 210.9   242.4 237.8   276.7 272 
B100G5% 210.4 205.4 201.3 236.4 230.5 226.11 273.5 268.3 262.4 








C21: EGT (°C) at 3000 rpm: 
RPM 3000 rpm 
Load Low Load Medium Load High Load 
EGR % 0% 8.08% 12.77% 0% 10.09% 15.43% 0% 12.36% 17.94% 
Fuels                   
B0 255.4 248.8 242.1 295.2 286.6 278.9 340.1 330.9 321.3 
B50 258.7 252.2 245.6 298 290.2 282.4 342.9 333.6 325.3 
B100 263.6 255.7 248.3 301.8 293.3 285.1 347.9 338.9 329.7 
B0W5% 231.7 227.5 223 270.2 264.5 259.5 319.9 313.8 307.2 
B0W10% 221.6 215.2 210.3 259.3 253.1 247.3 308 299.7 291.6 
B50W5% 237.8 233 227.6 275.8 270 264.6 323.2 316.4 309.4 
B50W10% 226.6 222 216.5 264.3 259.3 253.6 315.5 307.9 301.5 
B100W2.5%   248.2 242   287.2 280   333.4 325.4 
B100W5% 243.8 239.7 234.7 282.6 277.2 272.5 330.5 323.9 318.4 
B100W10% 234.6 229.7 225.5 271.9 266.5 261.7 322.5 317 310.7 
B0G5% 234.4 229.5 224.9 274.8 268.5 261.1 322.7 315.3 309 
B0G10% 224.5 218.8 211.5 262.3 255.1 249.3 313.6 303.1 294.6 
B50G5% 240 234.7 230 281.2 273.9 265.9 328.1 320.2 311.2 
B50G10% 230.1 223.7 217.2 267.9 260.7 256.7 318.5 310.5 302.5 
B100G2.5%   252.8 245.7   291.7 285.1   337.7 329.3 
B100G5% 247.1 240.9 235.4 286.3 280.9 273.6 334.5 325.1 319.2 








APPENDIX D: Pictures of Instruments Used 
   

















APPENDIX F: Calculations & Conversions 
Emissions: 
1. CO: ppm*1.25 = CO mg/m^3 
    (CO (mg/m^3) * mass flow rate of (air+fuel (m^3/hr)))/ (1000*BP (kW)) = CO g/kWh 
2. NO: ppm*1.34 = NO mg/m^3 
    NO2: ppm*2.056 = NO2 mg/m^3 
    NOx = NO+NO2 mg/m^3 
    (NOx (mg/m^3) * mass flow rate of (air+fuel (m^3/hr)))/ (1000*BP (kW)) = NOx g/kWh 
3. HC: ppm*1.965 = HC mg/m^3 
    (HC (mg/m^3) * mass flow rate of (air+fuel (m^3/hr)))/ (1000*BP (kW)) = HC g/kWh 
 
Mass Flow Rate of Fuel & Air: 
1. Mass flow rate of fuel: 
   Density of fuel in (g/cm^3) given or found. 
   Fuel Consumption in (ml/min) was noted. 
   F.C in (g/min) = (ml/min)*density (g/cm^3). 
                           1ml = 1cm^3 
   F.C in (g/hr) = (g/min)*60 was found. 
   F.C in (cm^3/hr) = (g/hr)/density (g/cm^3). 
   F.C in (m^3/hr) = (cm^3/hr)/(10^6). 
 
2. Mass flow rate of air: 
Given: 
Area of the pipe (a) = 0.0016619 (m^2) 
Acc. due to gravity (g) = 9.8 (m/s^2) 
Density of air @25°C (ρa) = 1.184 (kg/m^3) 
Density of liquid used in manometer (ρl) = 1000 (kg/m^3) 
ρ =  ρl/ ρa 
xxxiv 
 
1. Deflection in the manometer reading due to intake air was calculated and noted to be ∆h in m. 
2. For calculating the velocity of the intake air, the formula used was: V = √2 ∗ g ∗ ρ ∗ ∆h in m/s. 
3. Then, volumetric flow rate, Q= area*velocity in m3/s. 
4. Mdot of intake air (kg/s) = Q* ρ. 
5. Mdot of intake air (m^3/hr) = (Mdot of air (kg/s)/ density (ρ))*3600 
6. The total Mdot was calculated (Mdot of intake air+ Mdot of fuel) in (m^3/hr) 
 
 BSFC (g/kWh) = F.C (g/hr)/ B.P (kW) 
 BTE (%) = (3600*100)/(BSFC (g/kWh)*H.V (Kj/g)) 
 B.P (kW) = (2*3.14*N*T)/60000 
1 kW = 1.34 hp 
 
